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Quadrupedal Locomotion via Event-Based
Predictive Control and QP-Based Virtual Constraints

Kaveh Akbari Hamed, Jeeseop Kim, and Abhishek Pandala

Abstract—This paper aims to develop a hierarchical nonlinear
control algorithm, based on model predictive control (MPC),
quadratic programming (QP), and virtual constraints, to generate
and stabilize locomotion patterns in a real-time manner for
dynamical models of quadrupedal robots. The higher level of
the proposed control scheme is developed based on an event-
based MPC that computes the optimal center of mass (COM)
trajectories for a reduced-order linear inverted pendulum (LIP)
model subject to the feasibility of the net ground reaction force
(GRF). The asymptotic stability of a desired target point for the
reduced-order model under the event-based MPC approach is
investigated. It is shown that the event-based nature of the pro-
posed MPC approach can significantly reduce the computational
burden associated with the real-time implementation of MPC
techniques. To bridge the gap between reduced- and full-order
models, QP-based virtual constraint controllers are developed at
the lower level of the proposed control scheme to impose the full-
order dynamics to track the optimal trajectories while having all
individual GRFs in the friction cone. The analytical results of
the paper are numerically verified to demonstrate stable and
robust locomotion of a 22 degree of freedom quadrupedal robot,
in the presence of payloads, external disturbances, ground height
variations, and uncertainty in contact models.

Index Terms—Legged Robots, Motion Control, Multi-Contact
Whole-Body Motion Planning and Control

I. INTRODUCTION

THE overarching goal of this paper is to develop a hi-
erarchical control algorithm, based on nonlinear control,

model predictive control (MPC), and quadratic programming
(QP), to generate and stabilize locomotion trajectories for
complex dynamical models of quadrupedal robots in a real-
time manner. The proposed approach employs a higher-level
and event-based MPC at the beginning of each continuous-
time domain (i.e., event) that generates optimal trajectories for
a reduced-order linear inverted pendulum (LIP) model subject
to the feasibility of the net ground reaction force (GRF).
The stability of the system subject to event-based MPC is
investigated to demonstrate that the MPC does not need to
be solved at every time sample. This significantly reduces
the computational burden associated with MPC-based path
planning approaches of legged locomotion while guaranteeing
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Fig. 1: Vision 60 augmented with Kinova arm (a) together with
its CAD representation (b) and full-order model in RaiSim (c).

stability. To reduce the difference between the reduced- and
full-order models of locomotion, a QP-based nonlinear con-
troller is solved at the lower level of the proposed approach to
impose the full-order dynamics to track the optimal trajectories
while keeping all individual GRFs feasible. It is shown that
the developed control algorithm can result in stable and robust
locomotion patterns in the presence of payloads, external
disturbances, and model uncertainties.

A. Related Work and Motivation

Hybrid systems theory has become a powerful approach
for modeling and control of legged locomotion [1], [2], [3],
[4], [5], [6], [7], [8], [9], [10], [11], [12]. Existing nonlinear
control techniques that address the hybrid nature of locomotion
models have been developed based on hybrid reduction [13],
controlled symmetries [8], transverse linearization [9], and
hybrid zero dynamics (HZD) [14], [2]. In the HZD approach,
a set of kinematic constraints, referred to as virtual constraints,
is defined to coordinate the links of the robot within a stride.
The virtual constraints are imposed by the action of a feedback
controller (e.g., input-output (I-O) linearization [15]). The
virtual constraint controllers have been numerically and ex-
perimentally validated for the motion control of bipedal robots
[16], [3], [17], [18], [2], [6], [19], powered prosthetic legs [20],
[21] and exoskeletons [22]. The gait planning in the HZD
approach is typically formulated as a nonlinear programming
(NLP) problem. Reference [18] developed a scalable gait
planning approach based on HZD and direct collocation (see
e.g., [23] for quadrupedal locomotion). Although the direct-
collocation based HZD approach generates trajectories for full-
order models of locomotion in a fast manner, it cannot address
real-time trajectory optimization in complex environments.

MPC-based approaches integrated with reduced-order mod-
els have been used for real-time path planning of bipedal
and quadrupedal locomotion, see e.g., [24], [25], [26], [27].
Most of these approaches address linear inverted pendulum
(LIP) models for bipedal locomotion while generating optimal
trajectories for the center of mass (COM) and center of
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pressure (COP) of the robot subject to the zero moment
point (ZMP) conditions [28] and feasibility of the GRF. These
techniques, however, cannot be easily extended to quadrupedal
locomotion as the LIP-based MPC approaches do not consider
the feasibility of all individual GRFs. To tackle this problem,
[29], [30], [31] have developed an interesting convex opti-
mization formulation based on MPC and centroidal dynamics.
In particular, the MPC approach of [29], [30], [31] plans
for the optimal GRFs of the contacting leg ends at every
time sample (e.g., 200 Hz) for agile quadrupedal locomotion.
Alternative interesting approaches for agile locomotion have
utilized nonlinear MPC [32], policy-regularized MPC [33],
and QP-based whole-body control [34], [35]. Although state-
of-the-art techniques for MPC-based control of quadrupedal
locomotion have shown a very good level of robustness,
they require solving MPC at every time sample. These MPC
problems are typically formulated as convex QPs for robot
with light legs and may have a significant number of decision
variables to be optimized. This makes the MPC-based tech-
niques computationally intensive. The paper aims to develop
control algorithms with less computational load for which the
MPC problems do not need to be solved every time sample.
We would like to answer the following questions: 1) how can
we implement an MPC-based approach for planning of legged
locomotion at a slower rate while guaranteeing the stability
and robustness of the gaits, and 2) how can we systematically
bridge the gap between the reduced- and full-order models
using the HZD approach for robots with heavy legs like Vision
60 (see Fig. 1)? The paper also aims to show that these
controllers are robust enough to stabilize locomotion despite a
slow replan rate. A potential application for this event-based
MPC scheme can be in the context of networked or distributed
control systems for collaborative quadrupedal robots, where
reducing the amount of computation is of great interest [36].

B. Objectives and Contributions

The objectives and key contributions of this paper are as
follows. The paper develops a hierarchical control algorithm
based on an event-based MPC and QP-based virtual constraint
controllers that generate and stabilize quadrupedal locomotion
patterns in real time (see Fig. 2a). In particular, we do not em-
ploy any NLP-based and computationally expensive HZD gait
planning algorithm. The higher level of the proposed approach
formulates a finite-time and QP-based MPC at the beginning
of each continuous-time domain (i.e., event-based manner) to
compute the optimal COM trajectories subject to the net GRF
feasibility. This can address any locomotion pattern in different
directions (e.g., forward, backward, sideways, in-place, and
diagonal) via any predefined contact sequences with possible
start and stop conditions. The stability of the target point
for the LIP model with the proposed event-based MPC is
addressed. It is shown that under some sufficient conditions,
one would not need to solve the MPC problem at every-time
sample to reach the target point. This significantly reduces the
computational complexity of real-time MPC. To bridge the gap
between the LIP and full-order model of locomotion, a low-
level and QP-based virtual constraints controller is developed.
The low-level controller imposes the full-order dynamics to

track the optimal reduced-order trajectories while having all
individual GRFs in the friction cone. Additionally, the lower-
level QP has fewer decision variables compared to the event-
based MPC (e.g., 50%). The analytical results of the paper
are numerically confirmed on full-order simulation models of
a 22 DOF quadrupedal robot, Vision 60, that is augmented by
a Kinova manipulator (see Fig. 1). The paper also investigates
the robustness of the proposed control algorithm against 1)
payloads, 2) external disturbances, 3) ground height variations,
and 4) different contact modeling approaches. It is shown that
the proposed controller can systematically generate and stabi-
lize gaits in different directions. In [37], the authors presented
an interesting LIP-based and nonlinear trajectory optimization
framework to generate a wide range of quadrupedal gaits. The
approach of the current paper completely differs from [37] in
that 1) we address event-based MPC for trajectory planning
of the LIP model while addressing the asymptotic stability
of the final target point, and 2) we reduce the gap between
the reduced- and full-order dynamical models by setting up
the QP-based virtual constraint controllers. Unlike the two-
level control approach of [38], the current paper 1) studies
the asymptotic stability under the MPC approach, and then
2) extends the concept of HZD controllers, based on convex
optimization, to quadrupedal locomotion.

II. MODELS OF LEGGED LOCOMOTION
We consider a full-order dynamical model of Vision 60 that

is augmented by a Kinova robotic manipulator for locomotion
and manipulation purpose. Vision 60 is a quadrupedal robot
manufactured by Ghost Robotics. The floating-base model
of the composite robot consists of 22 degrees of freedom
(DOFs) of which 12 DOFs are actuated and assigned to
legs. In particular, each leg of the robot has an actuated
2 DOF hip joint plus an actuated 1 DOF knee joint and
ends at a point foot. In addition, 4 DOFs with 4 actuators
are assigned to the Kinova manipulator. The remaining 6
DOFs are unactuated and describe the absolute position and
orientation of the robot with respect to an inertial world frame.
The generalized coordinates of the robot can be expressed
as q := col(pb, φb, qbody) ∈ Q ⊂ R22, in which pb ∈ R3

and φb ∈ R3 describe the absolute position and orientation
of the torso, respectively. Moreover, qbody ∈ R16 represents
the shape (i.e., internal joints) of the robot. The state vector
of the mechanical system is taken as x := col(q, q̇) ∈ X ,
where X := TQ := Q × R22 denotes the state space. In
our notation, “col” represents the column vector. The control
inputs (i.e., joint torques) are finally represented by τ ∈ R16.
The evolution of the robot can be expressed by the following
ordinary differential equations (ODEs)

D(q) q̈ +H (q, q̇) = Υ τ +
∑
`∈C

J>` (q)F`, (1)

where D(q) ∈ R22×22 represents the positive definite mass-
inertia matrix, H(q, q̇) ∈ R22 denotes the Coriolis, centrifugal,
and gravitational forces, and Υ ∈ R22×16 represents the input
distribution matrix. In our notation, C is the index set of
contact points with the ground. Furthermore, for every ` ∈ C,
J`(q) ∈ R3×22 and F` ∈ R3 denote the corresponding contact
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Fig. 2: (a) Illustration of the proposed hierarchical control algorithm, based on nonlinear control, QP, and event-based MPC.
(b) Illustration of a locomotion pattern with the corresponding graph G = (V, E) and the event-based MPC law.

Jacobian matrix and GRF, respectively. The contact forces can
be computed using 1) the rigid contact assumption and hybrid
system approach [39], [23], 2) compliant contact models (e.g.,
LuGre model [40]), or 3) nonlinear and linear complementarity
problems [41] as well as optimization-based techniques [42],
[43]. We remark that the model (1) is valid if F` ∈ FC for
all ` ∈ C, where FC := {(Fx, Fy, Fz)>|Fz > 0, ±Fx <
µ√
2
Fz, ±Fy < µ√

2
Fz} denotes the friction cone for some

friction coefficient µ. For later purposes, the equations of
motion in (1) can be written in a state space form as

ẋ = f(x) + g(x) τ + w(x)F, (2)

in which F := col{F` | ` ∈ C} represents the contact forces.

III. EVENT-BASED PREDICTIVE CONTROL

In this paper, we develop a two-level control algorithm that
can steer a quadrupedal robot from an initial point to a final
point in a stable and robust manner (see Fig. 2a). At the
higher level of the control algorithm, we employ an event-
based MPC for real-time motion planning of the COM. In
particular, we formulate a finite-time optimal control problem
based on MPC and convex QP to steer the state of a reduced-
order LIP model subject to the feasibility of the net GRF. The
lower-level controller is developed based on the concept of
virtual constraints and QP and will be presented in Section V.
Reduced-Order LIP Model: The LIP model can be described
by the following ODEs [26][

r̈com
x

r̈com
y

]
=

g0
rcom
z

[
rcom
x − ucop

x

rcom
y − ucop

y

]
, (3)

where rcom := col(rcom
x , rcom

y ) ∈ R2 denotes the Cartesian
coordinates of the COM with respect to the inertial world
frame, projected onto the xy-plane, rcom

z represents the con-
stant height of the COM, g0 is the gravitational constant, and
ucop := col(ucop

x , ucop
y ) ∈ R2 denotes the Cartesian coordinates

of the COP. From (3), the net GRF applied to the COM can
be expressed as Fnet :=

∑
`∈C F` = mtot col(r̈com

x , r̈com
y , g0), in

which mtot represents the total mass of the robot. By defining
the LIP state vector xcom := col(rcom

x , ṙcom
x , rcom

y , ṙcom
y ) ∈ R4

and employing the zero-order hold (ZOH) discretization ap-
proach for some sampling time Td, the ODEs in (3) can be
discretized as follows

xcom[k + 1] = Ad x
com[k] +Bd u

cop[k], (4)

where k ∈ Z≥0 represents a non-negative integer with Ad ∈
R4×4 and Bd ∈ R4×2 being the state and input matrices,
respectively.
Steering Problem: We are interested in steering the discrete-
time dynamics (4) from an initial state to a final state over M
continuous-time domains for some positive integer M ≥ 1.
We consider a general locomotion pattern with an arbitrary
sequence of double-, triple-, or quadruple-contact domains.
Unlike our previous work [23], the locomotion pattern does not
need to be cyclic. In particular, we address general locomotion
with start and stop options. To make this notion more precise,
we consider a directed graph G = (V, E) for the desired
locomotion pattern, whose vertex set represents the ordered
sequence of continuous-time domains. In addition, E ⊂ V ×V
denotes the edge set to represent transitions (see Fig. 2b).
Let us suppose that each continuous-time domain consists of
Nd ≥ 1 time samples (i.e., grid points). We then define the
domain indicator function as ζ : Z≥0 → {1, 2, · · · ,M} by
ζ[k] := b kNd

c + 1 for 0 ≤ k < MNd and ζ[k] := M for
k ≥ MNd to assign the domain index for every time sample
k ∈ Z≥0. Here, b.c represents the floor function. For the
feasibility of the model, we assume that the input ucop[k] lies
in the support polygon which is defined as the convex hull of
the contacting points with the ground. That is, ucop[k] ∈ Uζ[k]
for all k ∈ Z≥0, where Uζ[k] ⊂ R2 is the corresponding
convex hull for the domain ζ[k] (see Fig. 2b). If we define the
contact coordinates matrix for the domain ζ[k] as Cζ[k] whose
columns represent the Cartesian coordinates of the contacting
feet with the ground, ucop[k] ∈ Uζ[k] is equivalent to the
existence of a time-varying vector λ[k] such that

0 ≤ λ[k] ≤ 1, 1>λ[k] = 1, ucop[k] = Cζ[k]λ[k]. (5)

We remark that in our notation, 0 and 1 denote vectors whose
elements are zero and one, respectively. In addition, for the
feasibility of the LIP model, the net force must lie in the
friction cone, i.e., Fnet ∈ FC. This latter condition together
with (3) can be expressed as

Φxcom[k] + Ψucop[k] ≤ η, ∀k ∈ Z≥0 (6)

for some proper Φ and Ψ matrices and some proper η vector.
Problem 1 (Optimal Steering Problem): For a given loco-

motion graph G, a phase index function ζ, a set of known con-
tact coordinates matrices {Cζ[k]}k∈Z≥0

, an initial state xcom
0 ,

a final state xcom
f , and a steering time Tf ∈ Z≥0, the optimal
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steering problem consists of finding an optimal sequence of
control (i.e., COP) inputs ucop[k] for 0 ≤ k ≤ Tf − 1 that
steer (4) from xcom

0 to xcom
f subject to (5) and (6).

Event-Based MPC: To address Problem 1, we set up an event-
based MPC that is solved at the beginning of each domain (i.e.,
event) with some control horizon N = nNd and n ≥ 1. In
particular, for every time sample k = mNd with m ∈ Z≥0,
we consider the following finite-time optimal control problem

min
U cop

k→k+N−1|k

Jk
(
xcom[k], U cop

k→k+N−1|k

)
= p

(
xcom
k+N |k

)
+
N−1∑
i=0

L
(
xcom
k+i|k, u

cop
k+i|k

)
s.t. xcom

k+i+1|k = Ad x
com
k+i|k +Bd u

cop
k+i|k

Φxcom
k+i|k + Ψucop

k+i|k ≤ η
ucop
k+i|i ∈ Uζ[k+i], i = 0, 1, · · · , N − 1, (7)

where U cop
k→k+N−1|k := col(ucop

k|k, · · · , u
cop
k+N−1|k) and xcom

k+i|k
represents the estimated state vector at time k+ i predicted at
time k according to the recursive law xcom

k+i+1|k = Ad x
com
k+i|k+

Bd u
cop
k+i|k starting from the current state xcom

k|k := xcom[k].
In an analogous manner, ucop

k+i|k denotes the COP input at
time k + i computed at time k. Furthermore, p(xcom

k+N |k)

and L(xcom
k+i|k, u

cop
k+i|k) are the terminal and stage costs, re-

spectively, defined as p(xcom
k+N |k) := ‖xcom

k+N |k − dcom
k+N |k‖

2
P

and L(xcom
k+i|k, u

cop
k+i|k) := ‖xcom

k+i|k − dcom
k+i|k‖

2
Q + ‖ucop

k+i|k‖
2
R

for some positive definite matrices P ∈ R4×4, Q ∈ R4×4,
and R ∈ R2×2, in which ‖z‖2P := z>Pz. In our nota-
tion, dcom

k+i|k represents a desired state trajectory for xcom
k+i|k

that is smooth in i (e.g., linear) while starting at the cur-
rent state xcom[k] and ending at the final state xcom

f . Let
U?k→k+N−1|k := col(u?cop

k|k , · · · , u
?cop
k+N−1|k) be the optimal

solution of the problem (7). Then in our proposed approach,
the first Nd components of U?k→k+N−1|k, that correspond to
the time samples of the current continuous-time domain, are
employed to the system (4) (see Fig. 2b), that is,

ucop[k + j] = u?cop
k+j|k, j = 0, 1, · · · , Nd − 1. (8)

For later purposes, we assume that πj(k, xcom[k]) := u?cop
k+j|k

for j = 0, 1, · · · , Nd−1 represents the MPC law computed at
time k (see again Fig. 2b). The evolution of the closed-loop
LIP model can then be expressed as

xcom[mNd + j] = Ajd x
com[mNd]

+

j−1∑
`=0

Aj−1−`d Bd π` (mNd, x
com[mNd]) ,

(9)

for every m ∈ Z≥0 and j = 0, 1, · · · , Nd. In addition, we can
define the following down-sample closed-loop system

xcom[(m+ 1)Nd] = ANd

d xcom[mNd]

+

Nd−1∑
`=0

ANd−1−`
d Bd π` (mNd, x

com[mNd])

=: ∆down (mNd, x
com[mNd]) (10)

for all m ∈ Z≥0 whose state is updated every Nd samples.
Remark 1: We remark that the MPC formulation (7) to-

gether with (5) can be expressed as QP in terms of the deci-
sions variables {xcom

k+i|k}
N
i=1, {ucop

k+i|k}
N−1
i=0 , and {λk+i|k}N−1i=0

to retain the sparsity structure of [44]. To make the cost
function of this QP positive definite in terms of all decision
variables, one can add a term corresponding to λk+i|k, i.e.,
Jk = p(xcom

k+N |k) +
∑N−1
i=0 L(xcom

k+i|k, u
cop
k+i|k) + H(λk+i|k),

where H(λk+i|k) := ‖λk+i|k − λdes
k+i|k‖

2
R̂

for some desired
trajectory λdes

k+i|k and some positive definite matrix R̂.

IV. ASYMPTOTIC STABILITY ANALYSIS
The objective of this section is to address the asymptotic

stability property of the target state for the closed-loop system.
We aim to establish a connection between the asymptotic
stability of the target state for the down-sample closed-loop
system and that of the the original closed-loop system. Without
loss of generality, we assume that the target state is taken at the
origin, i.e., xcom

f = 0. We then make the following assumption.
Assumption 1: The MPC problem is formulated as QP with

a positive definite cost function as mentioned in Remark 1.
In addition, the MPC is feasible for every k = mNd with
optimal laws satisfying the conditions πj(mNd, 0) = 0 for all
m ∈ Z≥0 and j = 0, 1, · · · , Nd − 1.

Lemma 1: (Lipschitz Continuity): Suppose that Assump-
tion 1 is satisfied. Then, the MPC laws are locally Lipschitz
in xcom, i.e., there exists ρm,j > 0 for all m ∈ Z≥0 and j =
0, 1, · · · , Nd − 1 such that ‖πj(mNd, xcom)‖ ≤ ρm,j‖xcom‖
for all xcom in an open neighborhood of the origin.

Proof: We can show that the QP problem of Remark
1 can be expressed as a canonical QP (CQP) [45], that is,
minξ{ 12ξ

>Pξ+ψ(xcom)>ξ| A ξ ≥ φ(xcom), ξ ≥ 0} with some
positive definite matrix P , a matrix A, and some vectors
ψ(xcom) and φ(xcom) that depend smoothly on the current state
xcom of the LIP model. Applying [45, Theorem 2.1] together
with πj(mNd, 0) = 0 completes the proof.

Now we are in a position to present the following theorem.
Theorem 1: (Stability Analysis based on the Down-

Sample System): Consider the original and down-sample
discrete-time systems (9) and (10) with the MPC laws satisfy-
ing Assumption 1. Suppose further that the Lipschitz constants
ρm,j are bounded for all m ∈ Z≥0 and all j = 0, 1, · · · , Nd−
1, that is, ρm,j ≤ ρ for some ρ > 0. If the origin is uniformly
asymptotically stable for the down-sample discrete-time system
(10), then it is asymptotically stable for the original system (9).

Proof: Since the origin is uniformly asymptotically stable
for the down-sample system (10), there is a class KL function
β such that ‖xcom[mNd]‖ ≤ β(‖xcom[0]‖,mNd) for all m ∈
Z≥0 and every initial condition in an open neighborhood of
the origin. From (9) and Lemma 1, one can conclude that

‖xcom[mNd + j]‖ ≤ ‖Ajd‖ ‖x
com[mNd]‖

+

j−1∑
`=0

‖Aj−1−`d ‖‖Bd‖ ρ ‖xcom[mNd]‖

≤ Lj β (‖xcom[0]‖ ,mNd) , (11)

where Lj := ‖Ajd‖ + ρ
∑j−1
`=0 ‖A

j−1−`
d ‖‖Bd‖ for j =

0, 1, · · · , Nd − 1. By defining, L := max{Lj | 0 ≤ j ≤
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Nd − 1}, inequality (11) becomes ‖xcom[mNd + j]‖ ≤
Lβ(‖xcom[0]‖,mNd). For a given ε > 0, one can choose
δ > 0 such that Lβ(δ, 0) < ε. Then, from properties of class
KL functions, ‖xcom[mNd + j]‖ ≤ Lβ(‖xcom[0]‖, 0) < ε
for every ‖xcom[0]‖ < δ and all m ∈ Z≥0 and j =
0, 1, · · · , Nd − 1 which concludes the stability. Furthermore,
limm→∞ ‖xcom[mNd + j]‖ = 0 for all ‖xcom[0]‖ < δ which
completes the proof of asymptotic stability.

V. QP-BASED HZD CONTROLLERS
The objective of this section is to develop the low-level

control algorithm based on QP and the virtual constraints
approach. In particular, we would like to develop a nonlinear
control algorithm to track the optimal COM trajectory that is
generated by the higher-level MPC for the current continuous-
time domain. The low-level controller also imposes the swing
legs to follow an appropriate path to land at the desired
footholds. The trajectory tracking problem is formulated via
the virtual constraints approach. Since the higher-level LIP
model only considers the feasibility of the net force Fnet, the
lower-level controller formulates the I-O linearization problem
as a QP that addresses the feasibility of all individual contact
forces F` for ` ∈ C while tracking the LIP trajectories.
Virtual Constraints: In this paper, we define a set of time-
varying and holonomic virtual constraints as follows

y(x, t) := h(q, t) := h0(q)− hd (s, α) , (12)

in which h0(q) denotes a set of holonomic quantities to
be controlled. In addition, hd(s, α) represents the desired
evolution of the controlled variables in terms of the phasing
variable s. Here, s := t−t+

Nd Td
denotes the phasing variable with

t+ being the initial time for the current domain and NdTd
representing an estimated elapsed time for the domain. The
desired trajectory hd(s, α) is taken as a Bézier polynomial
with a coefficient matrix α. During the quadruple-contact
domains, we choose h0(q) ∈ R6 as the roll, pitch, and yaw
angles of the torso together with the COM positions. The
idea is to regulate the absolute orientation of the robot while
imposing the COM coordinates to follow the optimal COM
trajectory generated by the MPC. Here, the coefficient matrix
α can be chosen via least squares at the beginning of each
domain such that hd(s, α) has the best fit to the optimal COM
trajectory over Nd samples. For double- and triple-contact
domains, h0(q) is augmented with the Cartesian coordinates of
the swing leg ends for foot placement. The idea is to follow
a desired foot trajectory in the workspace starting from the
previous foothold and ending at the next preplanned foothold.
This makes the output function 12- and 9-dimensional for the
double- and triple-contact domains, respectively. To control
the configuration of the manipulator, we augment h0(q) and
hd(s, α) by the Cartesian coordinates of the end-effector (EE)
and its desired trajectory in the workspace, respectively.
QP-Based I-O Linearization: Differentiating the output func-
tions (12) along (2) results in the following output dynamics

ÿ = LgLfy(x, t) τ + LwLfy(x, t)F + L2
fy(x, t) +

∂2y

∂t2
(x, t)

= −KD ẏ −KP y, (13)

in which LgLfy, LwLfy, and L2
fy are Lie derivatives. More-

over, KP and KD are positive definite matrices. To compute
the required torques that drive the outputs to the zero, one
would need to solve for τ from (13). However, since the con-
tact force measurements are not available for the studied robot,
one would need to estimate the contact forces F = col{F`| ` ∈
C}. We assume a rigid contact model with the walking surface.
This assumption makes the leg ends acceleration zero which
can be expressed as p̈st = J(q) q̈ + ∂

∂q (J(q) q̇) q̇ = 0, where

J(q) := ∂pst

∂q (q) is the contact Jacobian matrix. The rigid
contact assumption together with (2) then yields

p̈st = LgLfpst(x) τ + LwLfpst(x)F + L2
fp

st(x) = 0. (14)

Now, we need to look for the values of (τ, F ) that satisfy (13)
and (14) with contact forces being in the friction cone, that
is, F` ∈ FC for all ` ∈ C. For this purpose, we set up the
following real-time QP

min
(τ,F,ω)

1

2
‖τ‖22 +

γ

2
‖ω‖22

s.t. LgLfy τ + LwLfy F + L2
fy +

∂2y

∂t2
+ ω = vPD(y, ẏ)

LgLfpst τ + LwLfpst F + L2
fp

st = 0

F` ∈ FC, ` ∈ C, τmin ≤ τ ≤ τmax, (15)

in which vPD(y, ẏ) := −KP y −KD ẏ is the PD action. The
equality constraints for the QP are set up based on the output
dynamics (13) as well as the stance foot accelerations assump-
tion (14). We introduce a defect variable ω in the equality
constraint of QP that corresponds to the output dynamics in
case the decoupling matrix LgLfy is singular. To minimize
the effect of the defect variable, we then add a quadratic term
γ
2 ‖ω‖

2
2 to the cost function of the QP to ensure that the 2-norm

of the defect variable is as small as possible. Here, γ > 0 is
a weighting factor. The other term in the cost function tries
to find the minimum 2-norm (minimum power) torques that
satisfy the equality and inequality constraints. Furthermore,
τmin and τmax are the admissible bounds on the torques.

VI. NUMERICAL SIMULATIONS
The objective of this section is to numerically verify the

effectiveness of the theoretical results. We consider five dif-
ferent directions (i.e., forward, backward, sideways, diagonal,
and in-place) of trot gaits with start and stop conditions whose
graphs G consist of M = 20 continuous-time domains (see
Fig. 2). We choose the sampling time to discretize the LIP
dynamics as Td = 80 (ms) with Nd = 4 grids per each
domain. The control horizon for the event-based MPC is
chosen as N = nNd = 8 which considers two domains
ahead. We have observed that for every Td in [60, 80] (ms)
with Nd = 4, the proposed control scheme can stabilize the
locomotion patterns. Since we prefer to have longer duration
for domains of locomotion such that the lower-level controller
has enough time to track the prescribed optimal motion by
the MPC, we choose Td = 80 (ms). The control horizon N
can also be chosen to include more than two domains, but
this will increase the number of decision variables and the
computation time. In addition, for N = Nd = 4 –which only
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considers the current domain– the event-based MPC cannot
stabilize the motion. Hence, we choose N = 2Nd = 8.
The other parameters are taken as P = 103 I4×4, Q = I4,
R = I2×2, and R̂ = 0.01I that stabilize the target point for
the down-sample discrete-time system (10). With the height of
the COM being 0.5 (m) and the friction coefficient µ = 0.4,
the higher-level MPC is solved in an event-based manner,
that is approximately every NdTd = 0.32 seconds. For the
first, middle, and last domains, the MPC has 64, 72, and 80
decision variables, respectively, as the dimension of λk+i|k
changes per domain. Figure 3 depicts the evolution of the
COM and COP for the forward and diagonal trot gaits of
the discrete-time dynamics (9) with the step lengths of (10, 0)
(cm) and (7, 4) (cm) in R2, respectively. Here, we make use of
ECOS QP [46] to solve the MPC in MATLAB. Convergence
to the target (final) points (0.82, 0) and (0.58, 0.34) is clear.
Target points are chosen as the geometric center of the contact
points in the last domain. We remark that the proposed MPC
problem of this paper has less computational load compared
to [30] with 1

3 of the number of decision variables that are
optimized at a slower rate. Next, we study the full-order model
of the robot in RaiSim [43] with rigid contact models. The
lower-level QP for I-O linearization has 37 decision variables
for both double- and quadruple-contact domains, which is
approximately 50% of the number of decisions variables used
for the higher-level QP. The lower-level QP is solved with
qpSWIFT [47] in RaiSim and γ = 107 at every 1 (ms). The
computation time of the MPC on a laptop computer with an
Intel(R) Core(TM) i7-5600U CPU 2.60GHz (2 cores) and
8GB of RAM is 0.2528 (ms). The low-level QP problem for
the double- and quadruple-contact domains also takes 0.2334
(ms) and 0.4735 (ms), respectively. All state components of
the robot, except the absolute Cartesian coordinates of the
torso (i.e., pb), are measurable by an inertial measurement unit
as well as encoders. Analogous to the approach of [48], we
utilize a Kalman filter to estimate pb. Figures 4(a) and 4(b)
illustrate the evolution of the virtual constraints and torque
inputs (i.e., before the gear ratio) for the full-order model of
the forward and diagonal trot gaits with the maximum speed of
0.3 (m/s). To show the robustness of the control system against
different contact models, the full-order model is also simulated
in MATLAB/Simulink with LuGre contact models [40]. The
robot still travels in a stable and robust manner towards the
target. To demonstrate the robustness of the proposed control
algorithm against the control frequency as well as time delays,
we next assume that the control frequency is reduced from 1
kHz to 500 Hz while there is a latency of 2 (ms) in solving
QPs. Figure 4(d) illustrates the virtual constraints profile and
the GRFs in one of the stance legs for this case.
Robustness Analysis: To demonstrate the robustness of the
closed-loop system against payloads, we assume that there are
two payloads on the robot whose masses are not known for
the controller: a payload of 1.4 (kg) in the robot’s EE together
with a payload of 12 (kg) on the torso (40% uncertainty in the
total mass). Figure 4(c) illustrates the evolution of the virtual
constraints and torques inputs versus time. It is observed that
the robot is capable of rejecting the effect of uncertainties in
the total mass during locomotion. To show the robustness of
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Fig. 3: Plot of the COM and COP trajectories for the forward
and diagonal trot gaits of the reduced-order system. Conver-
gence to the target points (0.82, 0) and (0.58, 0.34) is clear.

the proposed controller against external forces acting on the
robot, we study three different scenarios in RaiSim. In the first
and second simulations, we consider persistent external forces
along the x- (i.e., direction walking) and y-axes (i.e., lateral
direction), respectively. The forces are taken as sinusoidal
disturbance inputs with the period of 0.5π = 1.57 (s), where
the magnitudes along the x- and y-axes are chosen as 30 (N)
and 8 (N), respectively. In the third simulation, we investigate
the balance control of the robot while being pushed from the
sides. More specifically, we make use of 4 pendulums with
the mass of 3 (kg) and length of 2.5 (m) that hit the robot
during locomotion. The robot is capable of stable locomotion
subject to the above-mentioned external forces. Figures 5(a)-
(c) depict the evolution of the virtual constraints and torque
inputs versus time. To illustrate the robustness of the controller
against ground height variations, we finally consider a random
sequence of ground heights in the discrete set {±1,±2} (cm)
over 150 domains of blind locomotion. The time evolution of
the outputs and inputs is depicted in Fig. 5(d). Animations of
these simulations can be found online1.

VII. CONCLUSION
This paper proposed a hierarchical control scheme for

quadrupedal locomotion based on convex optimization, event-
based MPC, and virtual constraints. At the higher level of the
control scheme, the event-based MPC computes the optimal
trajectory for the COM of the LIP model to steer the robot
from an initial state to a final state while the net GRF
is feasible. The paper addressed the asymptotic stability of
the target point under the proposed MPC approach. It was
formally shown that one would not need to employ the MPC
at every time sample to stabilize the locomotion. The MPC
can instead be employed in an event-based manner at the
beginning of each domain to stabilize the target point. This
significantly reduces the complexity for real-time implemen-
tation of MPC techniques. The lower-level controller then
fills the gap between the reduced- and full-order dynamics.

1https://youtu.be/RJT7kJaONCc
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Fig. 4: Plot of the virtual constraints and torque inputs in RaiSim for (a) forward trot, (b) diagonal trot, and (c) forward trot
with payloads. Here, yx, yy , yz , yroll, ypitch, yyaw denote the first six components of the virtual constraints that relate to the
absolute position and orientation of the body. In addition, FH, FK, RH, and RK stand for the front hip, front knee, rear hip,
and rear knee of the left-hand-side of the robot, respectively. The subscripts “roll” and “pitch” for the torque plots also denote
the roll and pitch motions of the hip joints. (d) Plot of the virtual constraints and torques for trot gait subject to the LuGre
contact model in MATLAB/Simulink when the control frequency is reduced to 500 Hz with a delay of 2 (ms) in solving QPs.

Fig. 5: Plot of the virtual constraints and torque inputs of the full-order closed-loop system in RaiSim for forward trot with
(a) and (b) external disturbances, (c) external push, (d) ground height variations.

In particular, we formulated a QP-based I-O linearization
approach to impose the full-order dynamics to follow the
optimal COM trajectory of the reduced-order model while
tracking the desired footholds with feasible individual GRFs.
The effectiveness and robustness of the proposed control
scheme were demonstrated via numerical simulations of a
full-order model for a 22 DOF quadrupedal robot in the
presence of payloads, external disturbances, ground height
variations, and different contact models. The framework can
systematically address a range of locomotion patterns such as
forward, backward, lateral, diagonal, and in-place gaits. For
future work, we will experimentally investigate the proposed
control scheme on the Vision 60 platform. We will also study
alternative gaits and terrains with inclination. Another future
work will be the development of distributed controllers for the
control of collaborative quadrupedal robots.
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