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A Symbolic Approach to Detecting Hardware Trojans
Triggered by Don’t Care Transitions

RUOCHEN DAI and TUBA YAVUZ, University of Florida, USA

Due to the globalization of Integrated Circuit supply chain, hardware Trojans and the attacks that can trig-

ger them have become an important security issue. One type of hardware Trojans leverages the “don’t care

transitions” in Finite-state Machines (FSMs) of hardware designs. In this article, we present a symbolic ap-

proach to detecting don’t care transitions and the hidden Trojans. Our detection approach works at both

register-transfer level (RTL) and gate level, does not require a golden design, and works in three stages. In

the first stage, it explores the reachable states. In the second stage, it performs an approximate analysis to

find the don’t care transitions and any discrepancies in the register values or output lines due to don’t care

transitions. The second stage can be used for both predicting don’t care triggered Trojans and for guiding

don’t care aware reachability analysis. In the third stage, it performs a state-space exploration from reach-

able states that have incoming don’t care transitions to explore the Trojan payload and to find behavioral

discrepancies with respect to what has been observed in the first stage. We also present a pruning technique

based on the reachability of FSM states. We present a methodology that leverages both RTL and gate-level

for soundness and efficiency. Specifically, we show that don’t care transitions and Trojans that leverage them

must be detected at the gate-level, i.e., after synthesis has been performed, for soundness. However, under

specific conditions, Trojan payload exploration can be performed more efficiently at RTL. Additionally, the

modular design of our approach also provides a fast Trojan prediction method even at the gate level when

the reachable states of the FSM is known a priori. Evaluation of our approach on a set of benchmarks from

OpenCores and TrustHub and using gate-level representation generated by two synthesis tools, YOSYS and

Synopsis Design Compiler (SDC), shows that our approach is both efficient (up to 10× speedup w.r.t. no prun-
ing) and precise (0% false positives both at RTL and gate-level netlist) in detecting don’t care transitions and

the Trojans that leverage them. Additionally, the total analysis time can achieve up to 1.62× (using YOSYS)

and 1.92× (using SDC) speedup when synthesis preserves the FSM structure, the foundry is trusted, and the

Trojan detection is performed at RTL.
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1 INTRODUCTION

Globalization of the Integrated Circuit (IC) supply chain and the role of Third-party Intel-

lectual Property (3PIP) in SoC development opened up possibilities for various attacks in the
hardware domain. One type of attack is injecting malicious logic, which is called a hardware
Trojan, into hardware designs or implementations. The Trojan is generally designed to be triggered
on a certain input sequence or event to perform its malicious activity, which can be used by an
attacker to pose a threat to the confidentiality, integrity, functionality, or availability of the design.
Although the distributed nature of hardware development workflow is an important factor for

this type of attack surface, the way a hardware component is designed and implemented can also
have a role in the success of such attacks. An important type of vulnerability in hardware design is
the don’t care transitions in the Finite-state Machines (FSMs). An FSM implements sequential
control logic of a hardware component. When the transition function of an FSM is not defined
completely [3], there may exist some don’t care transitions from some states. Although don’t care
transitions may provide opportunities for optimizing the synthesis, an attacker can exploit such
transitions as a rare-event trigger mechanism for the malicious payload of a Trojan [3].
This article presents a self-referencing (golden design free) Trojan detection atRegister Trans-

fer Level (RTL) as well as at gate-level and targets Trojans that are triggered by don’t care transi-
tions. We consider a threat model, where Random-walk attacks, Fault injection attacks, and Trojan
attacks as well as their combinations are possible. We explain the details of our approach within
the context of specific attacker profiles.
The overall workflow of our approach is shown in Figure 1 and leverages symbolic execution

[9], a software testing technique that can potentially achieve high coverage of the system under
analysis. We have implemented our approach on top of the KLEE symbolic execution engine [1].
We follow the approach in Reference [31] and translate Verilog designs and their synthesized gate-
level netlists into their C++ implementations using Verilator, which is a simulator for hardware
designs [23]. So, we use the KLEE symbolic execution engine with don’t care transition and Trojan
detection extensions on the C++ implementations generated by Verilator.
We present two types of approaches to deal with the weaknesses in FSM designs. The first

approach aims to detect Trojans that are hidden at the don’t care transitions and involves the stages

1 , 2 , and 3 in Figure 1. In stage 1 , we use symbolic execution to perform forward reachability
analysis on the synthesized gate-level netlist up to a given number of clock cycles, which should
be at least the diameter of the FSM under analysis. This stage is performed to compute the set of
reachable states and input/output behavior while exercising all possible input sequences. In stage

2 , we use an approximate analysis to find out the reachable and unreachable predecessors of
reachable states and record the register values and outputs, which allows us to predict Trojans
that leverage don’t care transitions.
The reason for performing the first and the second stages on the gate-level netlist instead of

the RTL design is that the synthesis tools may introduce additional don’t care transitions or change
the FSM structure. Considering the fact that the Trojan attacks targeted in this article would ex-
ploit the don’t care transitions that exist in the synthesized circuit, this is important to achieve
soundness for detecting Trojans that are triggered by don’t care transitions.

Finally, in stage 3 , we perform another forward analysis, which we call Trojan Payload Explo-

ration, up to a given number of clock cycles to detect any input-output behavior deviations for
states that are reachable from states with incoming don’t care transitions. Our approach achieves
optimized performance in two ways. The first one leverages a pruning approach that reduces the
analyzed state space while guaranteeing sufficient coverage in inferring the set of reachable states.
The second one leverages the structural properties of the synthesized FSM. If the synthesis tool

ACM Transactions on Design Automation of Electronic Systems, Vol. 28, No. 2, Article 28. Pub. date: December 2022.



A Symbolic Approach to Detecting Hardware Trojans Triggered 28:3

Fig. 1. Overall workflow of the symbolic Trojan detection approach. Gray-filled boxes represent the inputs.

Black-filled and white-filled circles represent the unreachable and reachable states of the FSM, respectively.

preserves the FSM in terms of the states and the transitions between the states and the foundry is
trusted, then the third stage can be performed at RTL. Our experiments show that this provides
a more efficient detection while guaranteeing soundness. When the synthesis tool does not pre-
serve the structure of the original FSM or the foundry is untrusted then the third stage must be
performed at the synthesized gate-level netlist to achieve soundness. However, our Trojan predic-
tion is very efficient, even at the gate-level, and it can be used either to avoid the Trojan payload
exploration stage when the hardware design is Trojan-free or detect malicious states with 100%
precision as we show in Section 5.

The modular design of our approach also provides performance benefits. Although stage 2

uses the reachable states computed in stage 1 , when the set of reachable states of the FSM is
known, e.g., using a tool like NETA [14], this stage can be performed independently by skipping

stage 1 to quickly predict the Trojan even at the gate-level as we demonstrate in Section 5.
Our framework also provides a second approach, namely, Don’t Care Transition Aware Reacha-

bility Analysis, to detect weaknesses in FSM implementations that can be exploited by attacks that

may or may not leverage a Trojan and includes the stages 1 , 4 , and 5 as shown in Figure 1.
Reachability queries in the form of source and destination states of the FSM can be answered and
the security analyst can use the feedback to identify suspicious paths and input conditions that do
not exist in the original FSM.

Similar to stage 2 , in stage 4 , we use an approximate analysis to find out the predecessors
of reachable states. The goal of this stage is to identify the don’t care transitions by exercising all
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possible source states and inputs. This stage uses the reachable states computed in stage one to
identify unreachable source states and reachable destination states. So, our approach reports both
the don’t care transitions and the Trojans hidden at such transitions, if any, to help the designers
harden their designs and evaluate the trustworthiness of 3PIPs.
Our tool will be publicly released at https://github.com/sysrel/HWDCT along with the bench-

marks from OpenCores [17] and those that were generated by adapting benchmarks from Trust-
hub References [22, 25].

In summary, this article makes the following contributions:

• An automated detection technique for don’t care transitions of FSMs in RTL designs and
their gate-level netlists,
• A pre-silicon, self-referencing, and automated Trojan analysis technique for don’t care tran-
sition triggered Trojans and an efficient and precise Trojan prediction method,
• A Don’t Care Aware Reachability Analysis to help security analysts identify weaknesses in
FSM implementations,
• An open-source implementation of the presented techniques and the development of new
Trojan benchmarks that are triggered by don’t care transitions in support of open-source
Electronic Design Automation tool development.

This article is organized as follows. Section 2 presents the threat model considered by our approach.
Section 3 places our work within the context of related work on finite-state machine analysis and
Trojan detection. Section 4 presents the technical details of our approach. Section 5 presents evalu-
ation of our approach on various benchmarks. Section 6 discusses the limitations of our approach.
Section 7 concludes with directions for future work.

2 THREAT MODEL

In our threat model, we consider three types of attacks: Random-walk attacks [3], Fault injection
attacks [4, 15], and Trojan insertion attacks [3, 4, 15]. In Random-walk attacks, the attacker is the
end user, is aware of the don’t care transitions in the implemented FSM, and tries random inputs
to move the hardware into a protected state without going through the authorized states that are
normally visited in the original FSM. In Fault injection attacks, the attacker is also the end user,
is aware of the unreachable states and the don’t care transitions between the unreachable states
and reachable states, and uses a physical attack to force the hardware into an unreachable state
from which a don’t care transition into a reachable state exists. In Trojan insertion attacks, the
attacker can be a rogue in-house designer, a 3PIP vendor, or an untrusted foundry. There are two
basic types of Trojans that can leverage unreachable states and don’t care transitions. In Type 1
Trojans, the attacker uses the unreachable states and the don’t care transitions as triggers of the
Trojan. In Type 2 Trojans, the Trojan uses a state that is unreachable in the original FSM as the
destination of a crafted transition once a triggering input sequence is detected. Note that Type 2
Trojans would turn some of the unreachable states in the original FSM into reachable states in the
implementation of the FSM. A Type 1 Trojan attack needs to be supported with a Fault injection
attack to move the hardware into the unreachable state. A Type 2 Trojan attack, however, would
not need the support of a Fault injection attack. Although a Type 2 Trojan attack seems to be easier
to carry out compared to Type 1 Trojan attack, the former would be useful only when the don’t
care transitions lead an unreachable state to a protected state, whereas the latter can be applied to
any FSM with don’t care transitions even if the don’t care transitions do not involve the protected
states as the attack can be used to change the circuit behavior. However, for both Types 1 and 2
Trojans, the attacker that inserts the Trojan and the attacker that delivers the trigger events during
circuit run time have to collaborate.

ACM Transactions on Design Automation of Electronic Systems, Vol. 28, No. 2, Article 28. Pub. date: December 2022.

https://github.com/sysrel/HWDCT


A Symbolic Approach to Detecting Hardware Trojans Triggered 28:5

Our approach can defend against Type 1 Trojans with a payload that changes the outputs by
detecting such Trojans through identification of the don’t care transitions from unreachable states
and the divergent outputs as shown in Figure 1.
Our approach can help hardware designers find out about the weaknesses that can be exploited

by the Random-walk attacks, Fault injection attacks, and Type 2 Trojan insertion attacks1 by per-
forming Don’t Care Aware Reachability Analysis, which can reveal both the don’t care transitions
between reachable states as well as those between unreachable and reachable states along with
the enabling input conditions thanks to symbolic execution. The designer can, then, understand
the weaknesses in the design as well as those in the implementation.

3 RELATEDWORK

In this section, we discuss two groups of related work. The first group includes work that detect
don’t care transitions. The second group includes work that detect hardware Trojans.

Finite-state Machine Analysis. TheNetlist Analysis Toolset (NETA) [14] has been designed to
help IP users extract FSMs from the low gate-level logic. However, this work does not identify any
don’t care transitions. In Reference [3], the authors consider don’t care vulnerabilities in FSMs by
using state reachability as a trust metric and by defining incompletely specified FSMs as those with
unspecified next-states or output functions. Untrusted implementation of an FSM is detected by
checking the existence of discrepancies between the original and the implemented FSMs in terms
of the reachable states and the predecessors. The authors also discuss possible attacks that lever-
age the don’t care transitions in unsafe implementations. The AVFSM framework [15] extracts a
state transition graph (STG) from a gate level netlist using an Automatic Test Pattern Gen-

eration (ATPG) approach. Don’t care states and transitions are detected manually by comparing
the extracted STG and the one that is generated from the RTL design by an EDA tool. In Refer-
ence [4], equivalence checking between an FSM specification and its gate level implementation
is used to detect anomalies in the implementation. Both the specification and the implementation
are represented as polynomials and symbolic algebra is used for equivalence checking.

Hardware Trojan Detection. Various heuristics on how often Trojans get activated have been
used to detect Trojans. These heuristic-based approaches include identification of unused circuits
[7], suspicious signals [32], suspicious wires [24], and dedicated triggers [30]. Formal verification
approaches to Trojan detection require either functional specifications [6, 19] or security relevant
specifications [13, 18]. Self-referencing techniques [8, 11, 16, 27–29, 33], which eliminate the need
for a golden chip, leverage various physical characteristics of the circuits to detect Trojans during
post-silicon analysis. However, our golden-free Trojan detection approach employs a pre-silicon
analysis. Dangerous don’t care signals are detected in Reference [5] by checking existence of dis-
tinguishing input sets that yield different observable output values. The analysis performs combi-
national equivalence checking on the attacker observable outputs between two copies of the same
RTL design that differ only in the assignments of the don’t care signals.
To our knowledge, our don’t care transition identification and Trojan detection approach is the

first self-referencing technique at RTL as well as at gate-level, thanks to leveraging an approximate
symbolic exploration of the state space. Although our approach focuses on the don’t care transi-
tion triggered Trojans, unlike the heuristic-based approaches [7, 24, 30, 32], it does not rely on
implementation details. Also, unlike the formal verification-based approaches, our approach does

1Note that we do not detect Type 2 Trojans. However, our analysis can identify paths that do not exist in the original FSM

and can be exploited by Type 2 Trojans by analyzing the modified RTL or gate-level netlist.
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not require any specifications. Finally, unlike Reference [5], our approach considers sequential
semantics as it computes the set of reachable states.

4 APPROACH

In this section, we present the technical details of our approach for detecting Trojans hidden at
don’t care transitions. Section 4.1 presents some fundamental notations about FSMs with inputs
and outputs along with some observations that we leverage in our detection approaches. Sec-
tion 4.2 presents our two-staged approach for don’t care transition detection and discusses var-
ious symbolic exploration approaches. Section 4.3 presents our three-stage approach for detecting
Trojans hidden at don’t care transitions and explains how symbolic execution is utilized in all the
three stages. Section 4.4 presents a Don’t Care Aware Reachability Analysis that can be used by
security analysts to understand the weaknesses in FSM implementations.

4.1 Preliminaries

We use a Mealy Machine for the formal representation of an FSM. Although our approach can also
be described through a Moore Machine, we chose to use a Mealy Machine due to its semantics
matching the symbolic execution semantics more closely.

Definition 1 (Mealy Machine). A Mealy machine M is a 6-tuple (S, S0, Σ,Λ,T ,G ), where S is the
set of states, S0 is the set of initial states, Σ and Λ are the sets of input and output alphabets,
respectively, T : S × Σ→ S is a transition function, and G : S × Σ→ Λ is an output function.

Definition 2 (Reachability). A state s ∈ S is reachable in M if either s is in S0 or there exists
a sequence of inputs i1, . . . , ik such that starting from some initial state s0 ∈ S0, a sequence
of transitions visit s0, s1, . . . , sk , where sk = s , according to the transition function T , i.e.,
∃k > 0. ∃s0 ∈ S0. ∃i1, i2, . . . , ik .. sk = s ∧ ∀0 ≤ j < k . T (sj , i j+1) = sj+1. A state s is unreachable
if it is not reachable.

Definition 3 (Bounded Reachability). Let R (M ) denote the reachable states in M . For a given
integer j ≥ 0, R (M )j denotes the set of reachable states that are reachable in at most j steps.
R (M )0 = S0, and there exists j ≥ 1 and s0 ∈ S0, s ∈ R (M )j ↔ (s ∈ R (M )j−1 ∨ ∃i1, i2, . . . , i j . ∀0 ≤
k < j . T (sk , ik+1) = sk+1 ∧ sj = s ).

Definition 4 (Diameter and Rank). The maximum distance of a state s inM is the longest Hamil-
tonian path from some initial state in S0 to s . The diameter of M , D (M ), is the largest maximum
distance among all the reachable states in M . For a given reachable state s in M , the rank of s is
defined as the smallest j such that s ∈ R (M )j .

Definition 5 (Cut). Let MS ′ denote a cut of M = (S, S0, Σ,Λ,T ,G ) with respect to a set of initial

states S ′, i.e.,MS ′ = (S, S ′, Σ,Λ,T ,G ), where S ′ ⊆ S .

Claim 1 (Monotonicity of Bounded Cut Reachability). Given a Mealy Machine M and a

state s that is reachable inM , the set of reachable states from s does not shrink with increasing values
of bounds, i.e., ∀j .k . 0 ≤ k < j . R (M {s } )k ⊆ R (M {s } )j .

Proof. Follows from the monotonicity of the successor function. �

Definition 6 (Input Partition). Let MI = (S, S0, Σ,Λ,T
′,G ′) denote the partitioning of M with

respect to a sequence of input sets I = I1, I2, . . . , Ik , wherek is atmostD (M ),∀1 ≤ j ≤ k . I j ⊆ Σ, and

s0 ∈ S0 ∧ ∀1 ≤ j ≤ k .

((i j ∈ Ij ∧T (sj−1, i j ) = sj ∧ G (sj−1, i j ) = oj ) ↔ (T ′(sj−1, i j ) = sj ∧ G ′(sj−1, i j ) = oj )) ∧
(i j � Ij ↔ (T ′(sj−1, i j ) = unde f ∧ G ′(sj−1, i j ) = unde f ))

(1)
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ALGORITHM 1: Computing the set of don’t care transitions in a Mealy MachineM .

Input:M = (S,S0, Σ,Λ,T ,G ): Mealy Machine, d : Diameter

Output: Set of don’t care transitions

1 s0 ← init (P );

2 RS ← {s0};
3 for i : 1 to d do

4 RS ← RS ∪ {s ′ | s ∈ RS ∧ ∃I .T (s, I ) = s ′}
5 end

6 Trans ← {(s1, s2) | s2 ∈ RS ∧ ∃I .T (s1, I ) = s2};
7 DCT ← {(s1, s2) | s1 � RS ∧ (s1, s2) ∈ Trans};
8 return DCT ;

Claim 2. The set of reachable states in a partition of M with respect to I is a subset of or equal to
the set of reachable states inM , i.e., R (MI ) ⊆ R (M ).

Proof. Follows from the fact that the initial states of MI is the same as the initial states of M
and that the transitions in MI is a subset of the transitions inM . �

Definition 7 (Predecessors). The set of predecessors of state s for input i , Pred (s, i ), in M is the
set of predecessor states that can reach s in one step on input i , i.e., Pred (s, i ) = {s ′ | ∃s ′ ∈ S . T
(s ′, i ) = s}.

Definition 8 (Don’t Care Transition). A don’t care transition from s ′ to s on input i inM exists if
s ′ is unreachable inM , s is reachable inM , and there is a transition from s ′ to s , i.e., s ′ � R (M ) ∧s ∈
R (M ) ∧ T (s ′, i ) = s .

Figure 2 shows a snippet of Verilog code for the FSM part of one of our benchmarks, IMA AD-
PCM, which implements an audio compression algorithm [25]. The pcmSq register stores the FSM
state and it is three bits wide. However, only values 0-5 are reachable states as the lines 11, 18, 23,
28, 33, and 38 indicate. The default case at line 41 allows transitioning from unreachable states,
with values 6 and 7, to one of the reachable states, ‘PCM_IDLE, which is defined as 0. The FSM
with reachable and unreachable states and the don’t care transitions of this design are depicted
in Figure 3. Such unreachable states can be realized through a physical attack and by exploiting
don’t care transitions that take the FSM from unreachable states to reachable ones, the attacker
can violate safety and security properties.

4.2 Detecting Don’t Care Transitions

In this section, we first introduce our approach at a high-level in Section 4.2.1. We briefly introduce
a background on Symbolic Execution in Section 4.2.2. We discuss detecting don’t care transitions
using symbolic execution in Section 4.2.3.

4.2.1 High-level Approach. We assume that the diameter of the Mealy MachineM under analy-
sis is known and denoted by d . Figure 4 shows our two stage approach. The first stage consists of
a forward analysis, which computes the set of reachable states in d steps. The second stage uses
a backward analysis, which compute the predecessors of every state inM . Algorithm 1 shows the
high-level algorithm of our approach.

4.2.2 Background on Dynamic Symbolic Execution. Dynamic symbolic execution is a static pro-
gram analysis technique that can reason about symbolic inputs. The word “dynamic” refers to the
fact that concrete and symbolic values can be mixed on an execution path [2]. Dynamic symbolic
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Fig. 2. A snippet of the Verilog implementation of the FSM in the IMA ADPCM benchmark.

Fig. 3. The FSM that corresponds to the RTL design in Figure 2. White-filled and black-filled circles represent

the reachable and unreachable states, respectively. Dashed lines represent don’t care transitions.
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Fig. 4. Two stages of don’t care transition detection.

execution has two major flavors: concolic and execution-tree generation-based. A symbolic execu-
tion engine typically interprets the instructions of an intermediate language, such as the LLVM IR
[10, 12], so that expressions that involve symbolic values are manipulated according to the seman-
tics of the instruction. In this article, we focus on the execution-tree generation-based approach.
When interpreting conditional branch instructions with symbolic branch conditions, a symbolic
execution engine checks the satisfiability of the branch condition for each target using an SMT
solver and to simulate each feasible target it generates a separate path. On each path it conjoins
the symbolic branch conditions to generate the path constraint. So, the symbolic execution exe-
cution engine generates a tree of symbolic execution paths or states, where the internal nodes
with multiple children denote branching points and each leaf node denotes a completed execution
corresponding to an equivalence class of the input space. A challenge in symbolic execution is
the well-known path explosion problem as the tree of executions may grow exponentially with
the increasing number of branching instructions. So, symbolic execution is typically configured to
run up to some timeout value.

4.2.3 Finding Don’t Cares Using Symbolic Execution. In this section, we explain how we use
symbolic execution to perform the two-stage analysis that we present in Figure 4 and Algorithm 1.
We have implemented our approach on top of the KLEE symbolic execution engine. We have used
Verilator to translate the RTL design as well as the synthesized gate-level netlist into C++, and we
used the clang compiler to generate the LLVM bitcode from the C++ code. One of the strengths of
symbolic execution is the ability to explore the input space in a systematic way.
In the forward stage, we label the input variables, e.g., inValid in Figure 2, as symbolic in each

of the d number of steps. This makes sure that each step gets a fresh symbolic variable and that the
input values for each step are independent. Therefore, all sequences of input equivalence classes
are explored within a time bound. We record the FSM state reached in each symbolic execution
state in a global metadata structure that represents the set of reachable states.
In the second stage, we perform symbolic execution for one clock cycle. Also, we label both the

input variables and the FSM’s state variable as symbolic. Although symbolic execution is a type of
forward analysis, by marking the state variable, e.g., pcmSq in Figure 2, as symbolic, we are able to
simulate the backward analysis, which finds the predecessors of every state. Therefore, this stage
is an approximate execution as opposed to the precise execution in the forward stage. This means
that it is possible that the source state is an unreachable state, e.g., pcmSq == 6. Although an
approximate analysis like this may lead to false positives when reasoning about the behavior that
the circuit may demonstrate, at the same time, it reveals the don’t care transitions, the main goal
of this stage, as a don’t care transition is from an unreachable state to a reachable state. So, in
this approximate stage, we use the set of reachable states computed in the forward stage to check
whether the source state is an unreachable state and the destination state is a reachable state. Such
transitions are identified as don’t care transitions and are reported to the user.
To implement the two stage approach for don’t care transition detection using symbolic exe-

cution, we have mainly two options as shown in Figure 5. Figures 5(a) and 5(b) both show the
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Fig. 5. Two approaches for detecting don’t care transitions using symbolic execution. d is the diameter of

the analyzed Mealy machine M . I denotes an input sequence. R (M ) and R (MI ) denote the set of reachable
states inM and in a partition ofM w.r.t. the input sequence I , respectively. Black nodes represent unreachable
states.

symbolic execution trees for a Mealy machine under analysis. In these figures, the circles with
black color represents the unreachable states and all other states are the reachable ones.
The first option of using symbolic execution is depicted in Figure 5(a), which considers each

symbolic execution path as a partition of the Mealy machineM with respect to an input sequence
I (see Definition 6) as long as the diameter ofM and computes the set of reachable states that have
been encountered on that path: R (MI ). However, as indicated by Claim 2, the set of reachable sets
observed in a partition may miss some of the reachable states as illustrated by the gray colored
state in Figure 5(a). As a result, it is possible to identify some states as unreachable while they
are reachable on a different symbolic execution path that exercises a different input sequence.
Therefore, with the partial exploration of the reachable states, it is possible to have false positive
don’t care transitions. For the FSM in Figure 2, if at each clock cycle on a symbolic execution path
the input inValid evaluates to false, only ‘PCM_IDLE would be considered as a reachable state
as the FSM state will not change (line 13) and the other 4 reachable states would be incorrectly
considered as unreachable.
The second option of using symbolic execution is depicted in Figure 5(b), which computes the

set of reachable states by the full exploration of the input space for the Mealy machineM and up to
the diameter of M . Unlike the partial approach, this technique can in theory guarantee precision
of the set of reachable states. This means that all the reported don’t care transitions would be true
positives. However, due to the well-known path explosion problem of symbolic execution, it may
not be feasible to explore the full state space.
Symbolic execution engines, such as KLEE, typically implement various path exploration strate-

gies to deal with the path explosion problem. In addition to the classical search algorithms such
as Depth-first Search (DFS) and Breadth-first Search (BFS), random and coverage-based path
exploration strategies exist.
In this article, we propose and analyze three variations of don’t care transition detection based

on the two main approaches and the path exploration algorithms. The three approaches are as
follows:

The partial exploration approach. This is the approach that is depicted in Figure 5(a) and uses a
single symbolic execution path to compute the set of reachable states. It also uses the default path
exploration strategy of KLEE, which is a combination of random and coverage based.
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Fig. 6. A Trojan that gets triggered upon a don’t care transition within the FSM of IMA ADPCM benchmark.

BFS-based exploration. This is the approach that is depicted in Figure 5(b) and performs a full
exploration of the symbolic execution tree in the forward stage using the BFS exploration strategy.

BFS-based exploration with pruning. This is a variant of the full exploration approach that is
depicted in Figure 5(b). However, we configure the symbolic execution engine to use the BFS ex-
ploration strategywith a pruning technique that leverages Claim 1, which implies that if a state has
already been explored in BFS then exploring the state at the same or lower layer in the symbolic
execution tree (same or higher rank) would not yield finding more reachable states from that state.
Therefore, in this approach, we kill symbolic execution states with a state of the Mealy machine
that has been encountered before.

4.3 Detecting Trojans Triggered by Don’t Cares

In this section, we present our overall approach for don’t care transition triggered and
functionality-altering Trojan detection.
Figure 6 shows the Trojan trigger logic that we implemented as an FSM and added to the IMA

ADPCM benchmark. The Trojan is initialized to be in the trojan_idle state (line 3). When the
FSM in Figure 2 reaches one of the states that are normally unreachable (states with values 6
or 7 as shown at line 7), possibly through a physical attack such as voltage glitch, the Trojan
FSM transitions to the trojan_active state (line 8). However, to trigger the Trojan, the FSM
waits to detect transitioning to a reachable state from an unreachable state, i.e., detecting a don’t
care transition, which is detected at line 13 and at line 14 the Trojan FSM’s state is updated to
trojan_work. Finally, the always block at lines 22–25 sets the trojan_ena line to high to denote
that the Trojan payload can now be activated.
Figure 7 shows the Trojan payload (lines 13–15), which sets the output line outValid to high

when it is supposed to be low according to the original design.
Algorithm 2 shows all stages of our fully automated Trojan analysis approach. In the first phase

(Forward Analysis in Figure 1), the algorithm (line 1) performs the full exploration of the symbolic
execution tree for d clock cycles as shown in Figure 5(b) to compute the set of reachable states,
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Fig. 7. The Trojan payload for the IMA ADPCM benchmark.

ALGORITHM 2: Analysis (prediction and payload exploration) of Trojans hidden at don’t care transi-

tions of a HW Design that is represented by program P .

Input: P : HW Design, SVar : FSM State Variable, Input : Input Variables, Output : Output Variables,
Reдister : Register Variables, d : Diameter

Output: Divergent behavior of the Trojan in P , if any
1 (RS,RBS ) ← SymEx (P , {Init (P )}, Input ,Output ,Reдister ,SVar ,d,Reach);
2 (Suspicious,Danдerous ) ←PredictTrojan(P , SVar , Input , Output , Reдister , RS);

3 if Suspicious = ∅ and Danдerous = ∅ then
4 print “No Trojans detected”;

5 return ∅;
6 end

7 � Payload exploration;

8 DBS ← ∅;
9 for each s ∈ Suspicious do

10 (RS ′,RBS ′) ← SymEx (P , {s}, Input ,Output ,Reдister ,SVar ,d,Reach);
11 DBS ← DBS ∪ RBS ′ \ RBS ;

12 end

13 if DBS ∪ Danдerous � ∅ then
14 print “Trojan payload detected”;

15 end

16 return DBS ∪ Danдerous;

RS , and the intended set of behaviors, RBS , in terms of a tuple consisting of the source state, s , the
destination state, s ′, enabling input, I , and the generated output O .
In the second phase (Trojan Prediction in Figure 1), the algorithm (line 2) uses backward analysis

to detect suspicious states whose register values diverge and dangerous states whose output values
diverge due to a don’t care transition. While the suspicious states help us predict a possible Trojan
the dangerous states help us detect a Trojan as some output gets changed. Algorithm 3 shows
the details of Trojan prediction, which gets the set of reachable FSM states, RS , as one of the
inputs. The one-clock cycle approximate backward analysis finds transitions, including the don’t
care transitions, and how the register and output values change for each transition. An important
observation is that a Trojan hidden at a don’t care transition must either change some register
values as a full or partial trigger for a Trojan or change some output lines as the payload. So, as long
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ALGORITHM 3: Detecting Malicious States and Predicting Trojans (PredictTrojan) hidden at don’t

care transitions of a HW Design that is represented by program P .

Input: P : HW Design, SVar : FSM State Variable, Input : Input Variables, Output : Output Variables,
Reдister : Register Variables, RS : Set of Reachable States

Output: The set of suspicious states with incoming don’t care transitions and dangerous don’t care

transitions

1 (Trans,ARBS ) ← SymEx (P ,True, Input ∪ {SVar },Output ,Reдister ,SVar , 1,ValuedStates );
2 (Suspicious,Danдerous ) ← (∅, ∅);
3 for each (p1, rs ) ∈ Trans and (p2, rs ) ∈ Trans s.t. rs ∈ RS do

4 if p1 ∈ RS and p2 � RS then

5 Let (p1, rs, i1,o1, r1) ∈ ARBS and (p2, rs, i2,o2, r2) ∈ ARBS ;
6 if r1 � r2 then
7 Suspicious ← Suspicious ∪ {rs} � Suspicious state with incoming DCT

8 end

9 if o1 � o2 then
10 Danдerous ← Danдerous ∪ {(p2, rs, i2,o2)} � Dangerous DCT

11 end

12 end

13 end

14 return (Suspicious,Danдerous )

as the set of reachable FSM states is known, Algorithm 3 is sufficient to detect suchmalicious states
and predict or detect Trojans hidden at don’t care transitions, and as we present in Section 5, it can
be performed very fast due to involving only a single clock cycle. It basically compares the register
and output values generated when transitioning from an unreachable state to a reachable state and
those when transitioning from a reachable state to the same reachable state. Any discrepancy is
concluded as a malicious modification of the hardware design. If Algorithm 3 detects a suspicious
state or a dangerous transition, then Algorithm 2 moves on to the next stage (Trojan Payload
Exploration in Figure 1) to explore the payload and to identify the diverging output behavior due
to the Trojan. It is possible that the divergence in the register values or the existence of suspicious
states may not be due to the existence of a Trojan and is possibly due to the synthesis process. The
payload exploration stage is used to reach a conclusion on the nature of the payload, if any.
Algorithm 4 presents an abstracted version of the symbolic execution algorithm as adapted to a

hardware design, at RTL or gate-level. We assume that P represents a program that simulates the
behavior of a hardware design. In our approach, P is generated by Verilator from a given Verilog
design. The algorithm gets the set of initial states, the input variables, the output variables, the
variable in P that represents the FSM state, the number of clock cycles, and the type of metadata
to be computed and returned.
Algorithm 4 keeps track of the explored symbolic execution states in theActive set. It associates

the number of clock cycles,numSteps , initializes it to 0 (line 6), and updates it (line 23) as the design
is symbolically executed for one clock cycle each time (line 12).
In Algorithm 4, our major extension to standard symbolic execution is to extract various types

of metadata to be used in don’t care transition and Trojan detection. The first type of metadata,
denoted byType , is Reach, in which case it computes the set of reachable states RS , and the set of
observable behaviors, RBS . The second type of metadata is ValuedStates, in which case it computes
the set of transitions between FSM states,Trans , and the set of observable behaviors including the
register values.
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ALGORITHM 4: Symbolic Execution Algorithm (SymEx) as adapted for a HW design.

Input: P : HW Design, Init : Initial State(s), Input : Input Variables, Output : Output Variables, Reдister :
Register Variables, SVar : FSM State Variable, N : Number of Clock Cycles, Type : Metadata Type

Output: Metadata

1 M : Metadata;

2 Initialize components ofM as with ∅;
3 if Type is Reach then

4 M .RS ← Project (Init ,SVar )

5 end

6 Init .numSteps ← 0;

7 Active ← Init ;

8 while Active � ∅ and ∃s ∈ Active s.t. s .numSteps < N do

9 symState ← chooseNext (Active );

10 if symState .numSteps < N then

11 Symbolize Input in symState;

12 succs ← SymExForOneClockCycle (symState );

13 Active ← Active \ {symState};
14 for each s ∈ succs s.t. s not terminated do

15 s1 ← Project (symState,SVar ) s2 ← Project (s,SVar ) I ← Project (s, Input )

O ← Project (s,Output ) R ← Project (s,Reдister );

16 if Type is Reach then

17 M .RS ← M .RS ∪ {s2};M .RBS ← M .RBS ∪ {(s1, s2, I ,O )};
18 end

19 if Type is ValuedStates then
20 M .ARBS ← M .ARBS ∪ {(s1, s2, I ,O,R)};
21 M .Trans ← M .Trans ∪ {(s1, s2)};
22 end

23 Active ← Active ∪ {s}; s .numSteps ← symState .numSteps + 1;

24 end

25 end

26 end

27 if Type is Reach then

28 return (M .RS,M .RBS )

29 end

30 if Type is ValuedStates then
31 return (M .Trans,M .ARBS )

32 end

It is important to note that in Algorithm 4, the set of initial states is provided as an input and
so the notion of reachable is relative to the set of initial states. This is because we instantiate
Algorithm 4, in three different ways from Algorithm 2. The first instantiation that performs the
forward analysis uses the initial state of the design according to the standard semantics of the
hardware design. The second instantiation uses any state, denoted by True , as the initial state to
perform the 1 clock cycle backward analysis. Finally, in the third instantiation, we use states that
have been reached from an unreachable state, as the initial state. However, the symbolic execution
state that corresponds to such a state also include any side effect of the Trojan trigger, e.g., the flag
that enables the Trojan payloadmay have been set to true. This is because such symbolic execution
states are returned as an output of the second instantiation, which has used the metadata type
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ValuedStates. So, when this type of metadata type is chosen, Algorithm 4 computes the transition
relation in Trans , and the set of observed states with the register values. In most of the metadata
computation the FSM state is extracted from the symbolic execution state s with the expression
Project (s, SVar ), where SVar is the variable that implements the FSM state, e.g., pcmSq in Figure 2.

4.4 Don’t Care Aware Reachability Checking

In this section, we present algorithms for checking the reachability of FSM states while considering
the Don’t Care Transitions.
Algorithm 5 represents a combination of the ForwardAnalysis (line 1) andDon’t Care Transition

Detection (lines 2–3) in Figure 1 and computes the set of don’t care transitions, DCT , based on the
set of reachable states and the transition function. Any transition that starts from an unreachable
state and ends at a reachable state is included in DCTI along with the input condition.
Algorithm 6 takes as input a hardware design, P , the FSM state variable, SVar , the source FSM

state, Source , the destination FSM state, Dest , set of reachable states, RS , and the set of don’t care
transitions from unreachable states along with the input conditions, DCTI , the maximum number
of clock cycles, N , and finds paths from the source state to the destination state including the input
conditions for the individual state transitions.

ALGORITHM 5: Detecting Reachable States and Don’t Care Transitions in the FSM of a HW Design

that is represented by program P .

Input: P : HW Design, SVar : FSM State Variable, Input : Input Variables, Output : Output Variables,
Reдister : Register Variables, d : Diameter

Output: Set of Don’t Care Transitions with Input Conditions, if any

1 (RS,RBS ) ← SymEx (P , {Init (P )}, Input ,Output ,Reдister ,SVar ,d,Reach);
2 (Trans,ARBS ) ← SymEx (P ,True, Input ∪ {SVar },Output ,Reдister ,SVar , 1,ValuedStates );
3 DCTI ← {(s1, s2, I ) | s1 � RS ∧ (s1, s2, I ,O,R) ∈ ARBS };
4 return DCTI ;

If the source state is a reachable state, then we use forward symbolic execution shown in Algo-
rithm 7 to find paths that start from the source state and includes up to N steps. However, if the
source state is unreachable, Algorithm 6 finds the reachable successors of the source state and uses
Algorithm 7 to find paths that start from each reachable successor of the source state. In both cases,
the sequence of states are converted into the FSM states and those that end at the destination state
are filtered. In the case of source state being an unreachable state, the paths are updated to include
the source state and the input condition that leads to its reachable successor.
Algorithm 7 presents the algorithm that performs forward symbolic execution to record the

sequence of state transitions along with the input conditions, PCn , acquired from the input con-
ditions that get added to the path condition, PC , at step n. As is standard the symbolic execution
starts from the initial state of the hardware design. However, unlike in Algorithm 4, for each sym-
bolic execution state, we keep track of the sequence of state transitions and the input conditions
for each clock cycle. As long as there exist an active path that has not reached the maximum num-
ber of clock cycles, a path is chosen and the symbolic execution is performed for one clock cycle
to find the successors. Paths are extended to include the successor states and the input conditions.
If an extended path repeats an FSM state or reaches the maximum number of steps, then it gets
terminated and gets added to the set of completed paths. Otherwise, the number of steps for that
path is updated. Finally, all completed paths are returned.
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ALGORITHM 6: Don’t Care Aware Reachability Analysis

Input: P : HW Design, SVar :FSM State Variable, Source: FSM State, Dest : FSM State, RS : Reachable
States, DCTI : Don’t Care Transitions with Input Conditions, N : Number of Clock Cycles

Output: Path and Input Sequence

1 if Source � RS then

2 Init ← {s | (Source, I , s ) ∈ DCTI }
3 end

4 else

5 Init ← {Source}
6 end

7 Seqs ← ∅;
8 for each s ∈ Init do
9 Paths ← FindPaths (P , s,SVar ,N );

10 FSMPaths ← {Project (p,SVar ) | p ∈ Paths};
11 Seqs ← {(s1, I1, , sn ) | (s1, I1, , sn ) ∈ FSMPaths ∧ sn = Dest }
12 end

13 Seqs ′ ← ∅;
14 if Source � RS then

15 for each s ∈ Init do
16 Seqs ′ ← {(s, I , s1, I1, s2, I2, . . . , sn ) |(s1, I1, s2, I2, . . . , sn ) ∈ Seqs ∧ (s, I , s1) ∈ DCTI }
17 end

18 return Seqs ′

19 end

20 else

21 return Seqs

22 end

5 EVALUATION

We have evaluated the effectiveness of our approach in terms of don’t care transition detection
(Section 5.1) at RTL (Section 5.1.1) and at gate-level (Section 5.1.2), in terms of Trojan detection and
prediction (Section 5.2), and in terms of a case study on Don’t Care Aware Reachability Analysis
(Section 5.3).

To evaluate our approach, we used benchmarks from OpenCores [17] and Trust-Hub [22] (except
prep3 and prep4, which we got from Reference [20]). These benchmarks are all described at Verilog
RTL. For each benchmark, the user needs to provide the number of clock cycles for the forward
analysis stage and the name of the variable that represents the state in the FSM. Based on these
two values a test driver is developed to execute the eval function of the top Verilog module with
symbolic inputs.
In only two of the benchmarks (AES128 and UART), there are more than one FSMs, e.g., AES128_1

and AES128_2 are two different FSMs in AES128. It is obvious that when there are multiple FSMs
inside a design, which is quite common in modern circuits, the interactions between them are
absolutely important. However, we analyze each FSM of AES128 and UART one at a time to
reduce analysis complexity based on the observation that, first, since our analysis is performed
within the context of the top module and the whole design along with making all inputs to the top
module symbolic, interaction between multiple FSMs can be precisely captured while focusing
on the states reached for the specific FSM. Second, the property we are interested in is whether
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ALGORITHM 7: FindInput: Finding a path between two states.

Input: P : HW Design, init : FSM State, SVar : FSM State Variable, N : Number of Clock Cycles

Output: Path and Input Sequence

1 Init ← Init (P ) Init .numSteps ← 0;

2 ActivePaths ← {(Init )};
3 CompletedPaths ← ∅;
4 while ActivePaths � ∅ and ∃(. . . , s ) ∈ ActivePaths s.t. s .numSteps < N do

5 (seq, symState ) ← chooseNext (ActivePaths );

6 n ← symState .numSteps;

7 if n < N then

8 Symbolize Input in symState;

9 succs ← SymExForOneClockCycle (symState );

10 ActivePaths ← ActivePaths \ {(seq, symState )};
11 for each s ∈ succs s.t. s not terminated do

12 FS ← ProjectAllStates ((seq, symState ),SVar );

13 f s ← Project (s,SVar );

14 seq′ ← (seq, symState, s .PCn , s );

15 if f s ∈ FS then

16 CompletedPaths ← CompletedPaths ∪ {(seq, symState )}
17 end

18 else

19 ActivePaths ← ActivePaths ∪ {seq′}
20 s .numSteps ← symState .numSteps + 1;

21 end

22 end

23 end

24 else

25 CompletedPaths ← CompletedPaths ∪ {(seq, symState )}
26 end

27 end

28 return CompletedPaths

all reachable states of an FSM can be explored completely and not whether certain combinations
of FSM states are reachable. Last, our ground truth analysis using the STGs generated by Intel
Quartus shows that we were able to precisely detect the reachable states of a particular FSM of a
design with multiple FSMs by analyzing a single FSM at a time.
For discussions at RTL, we generated the STG of the FSM in the RTL design under analysis

using commercial software Intel Quartus to perform ground truth analysis. While our symbolic
execution-based approach could generate the transitions in the analyzed FSMswith 100% coverage,
it could also detect don’t care transitions and the Trojans hidden at such transitions efficiently and
accurately.
Among all the parameters in our analysis, the FSM diameter (d) is one of the most important

ones. It can be computed from the STG of a design. As Table 1 shows, for 9 of 12 benchmarks, we
were able to generate the STG of the FSMs using Intel Quartus. If the STG cannot be generated for
a benchmark like Prep3, Prep4 in Table 1 then we recommend to start with a small value for the
number of clock cycles and increment it in each try until there are no changes in the number of
reachable states.
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Table 1. Results on Whether State Transition Graph of a Design

Can Be Generated Using Intel Quartus and Its Diameter

Benchmark STG from Quartus Diamter (d)

prep3 ✗ 5

prep4 ✗ 7

AES128_1 ✓ 6

AES128_2 ✓ 3

AES128_decrypt ✗ 10

IMA ADPCM ✓ 5

XTEA ✓ 8

APB2SPI ✓ 3

UART_1 ✓ 4

UART_2 ✓ 3

RS232 ✓ 3

TAP controller ✓ 7

Table 2. Summary of Don’t Care Transition Detection at RTL (R) and at Gate-level Netlist as Generated

by YOSYS (Y) and SDC (S)

Benchmark
Expl.

d
|RS | |DCT | |Dest | Time (min)

Method R Y S R Y S R Y S R Y S

prep3_binary
BFS 5 8 8 8 0 0 0 0 0 0 58.52 83.47 15.38

BFS + Pr. 5 8 8 8 0 0 0 0 0 0 9.13 21.07 3.33

prep4_binary
BFS 7 16 16 16 0 0 0 0 0 0 TO TO 56.08

BFS + Pr. 7 16 16 16 0 0 0 0 0 0 20.12 710.17 8.87

AES128_1
BFS 4 5 5 5 3 15 9 3 5 3 16.25 68.53 431.42

BFS + Pr. 4 5 5 5 3 15 9 3 5 3 4.05 27.52 81.83

AES128_2
BFS 3 4 4 3 0 0 3 0 0 3 13.72 14.35 13.01

BFS + Pr. 3 4 4 3 0 0 3 0 0 3 2.82 6.3 2.02

AES128_decrypt
BFS 10 11 11 6 55 54 40 11 6 4 16.67 263.52 714.25

BFS + Pr. 10 11 11 6 55 54 40 11 6 4 4.83 68.41 493.22

IMA ADPCM
BFS 5 6 6 6 2 12 12 1 6 6 6.58 551.55 616.7

BFS + Pr. 5 6 6 6 2 12 12 1 6 6 0.78 63.43 323.82

XTEA Crypto
BFS 8 15 15 15 241 241 241 1 1 1 13.08 621.05 TO

BFS + Pr. 8 15 15 15 241 241 241 1 1 1 4.82 390.13 469.37

APB2SPI
BFS 3 3 3 3 3 3 3 3 3 3 12.88 44.47 81.35

BFS + Pr. 3 3 3 3 3 3 3 3 3 3 1.53 11.08 12.65

UART_1
BFS 4 7 1 2 7 7 12 7 1 2 64.5 73.72 84.48

BFS + Pr. 4 7 1 2 7 7 12 7 1 2 6.15 10.40 17.75

UART_2
BFS 3 3 2 2 4 4 4 2 2 2 11.58 248.45 27.97

BFS + Pr. 3 3 2 2 4 4 4 2 2 2 1.18 80.35 12.53

RS232
BFS 3 5 2 4 15 12 12 5 2 3 2.63 53.62 5.46

BFS + Pr. 3 5 2 4 15 12 12 5 2 3 0.36 3.25 2.81

TAP controller
BFS 7 16 16 14 0 0 28 0 0 14 24.66 485.01 81.53

BFS + Pr. 7 16 16 14 0 0 28 0 0 14 3.43 256.97 48.15

5.1 Detecting Don’t Care Transitions

Although our overall approach, as shown in Figure 1, performs don’t care transition detection on
the gate-level netlist, this detection can still be performed at RTL to help developers harden their
designs. Section 5.1.1 and 5.1.2 presents our results on detecting don’t care transitions at RTL and
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Fig. 8. Comparison of BFS and BFS with Pruning in Don’t Care Transition Detection at RTL.

gate-level, respectively. In this section, the don’t care transition detection time also includes the
time spent during forward analysis and corresponds to the time taken by Algorithm 5.

5.1.1 RTL Don’t Care Transition Detection. The Expl. Method column in Table 2 includes BFS-
based full exploration and BFS pruning approaches (denoted by BFS + Pr.). The d column represents
the number of clock cycles used in the test driver to explore the state space in forward symbolic
execution. The next three columns, which represent the size of the set of reachable states, |RS |,
the number of don’t care transitions, |DCT |, and the number of unique destinations, |Dest |, re-
spectively, are obtained from our method directly without referring to the STG generated by Intel

Quartus. The seventh column shows the time to find all DCTs in minutes and the timeout was set
as three hours.
All the don’t care transitions that are detected by full exploration (BFS and BFS with Pruning,

denoted by BFS +Pr.) at RTL are true positives. Although not reported in Table 2, we also tested
the partial exploration method, which resulted in false positives in most cases (7 of 11). This was
expected based on our discussions in Section 4.2.3. A DCT can be a false positive either due to
mislabelling of the source state as unreachable or mislabelling of the destination state as reachable,
or both. In the partial exploration approach, the false positives are due to mislabelling of the source
state as unreachable. This is because during the partial exploration approach, the states of the
FSM may not be fully explored on some symbolic execution paths (or for some input sequences).
Therefore, for the rest of the evaluation, we use only BFS and BFS with Pruning.

The results in Table 2 also show the scalability and the efficiency of our approach. As more
clearly shown in Figure 8, pruning the state space in the forward stage based on previously
seen FSM states provides considerable speedup in don’t care transition detection time. The av-
erage speedup is 6.89 times while maximum speedup is 10.5 times (for UART1). Also, for the
prep4_binary benchmark, BFS without pruning could not report the don’t care transition within
the timeout of three hours while BFS with pruning reported those in 20.12 min.
An additional benefit of our approach is the ability to report different cases of the don’t care tran-

sitions along with the input conditions. For example, Figure 9 presents a constraint that is gener-
ated by the symbolic execution engine, which indicates that under the input condition start_iSec
< 2 and start_iSec � 0 (see the constraints inside the rectangles in Figure 9), state could transit
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Fig. 9. KLEE-generated symbolic constraints that describe the inputs enabling the don’t care transitions in

AES128_1.

from state < 8 and state � 0, 1, 2, 3, 4 (see the constraints inside rounded rectangles in Figure 9),
which means the don’t care transition can be from source state = 5, 6, or 7, to destination
state 0. So, besides reporting don’t care transitions, our method can also report the don’t care states
(unspecified states), states 5, 6, and 7 in this case.

In summary, the analysis time is determined by three aspects. First, the time to detect the don’t
care transitions become longer as the design gets more complicated. Second, as the number of
clock cycles (or d) increases, symbolic execution may generate exponentially more paths. Finally,
the pruning technique can speedup the detection of don’t care transitions by eliminating redundant
paths with respect to the FSM states.

5.1.2 Gate-level Don’t Care Transition Detection. Don’t care transitions in IPs can be introduced
by careless designers, synthesis tools, or both. In this section, two synthesis tools, an open-source
software, Yosys Open Synthesis Suite (YOSYS) [26], and a commercial software, Synopsys De-
sign Compiler (SDC) [21], are used to translate RTL designs into the corresponding gate-level
netlists. Then, we perform our Trojan detection approach on those netlists, and compare these two
tools with each other as well as their results with those we obtained from RTL.
YOSYS is an open-source framework for Verilog RTL synthesis. It can take behavioral design

description as input and generate gate-level description, either logical gate or physical gate, of the
design as output [26]. Thus, in our workflow, gate-level Verilog is first generated by providing
a simple script and the remaining steps are the same as that of RTL Verilog (i.e., generate C++
model of gate-level Verilog alongwith user-provided test harness, compile C++ code, extract LLVM
bitcode, and perform symbolic execution).
SDC can automatically synthesize an optimized gate-level circuit based on the design descrip-

tion and design constraints. It can also accept multiple input formats and generate structure Ver-
ilog along with multiple performance reports. Workflow in SDC DCT approach is actually same
with that of YOSYS DCT approach, except that synthesized gate-level netlist is obtained from De-

sign_Ultra with saed90nm target library and symbol library.

ACM Transactions on Design Automation of Electronic Systems, Vol. 28, No. 2, Article 28. Pub. date: December 2022.



A Symbolic Approach to Detecting Hardware Trojans Triggered 28:21

Fig. 10. # of DCTs of RTL HDL, YOSYS- and Synopsys Design Compiler-generated gate-level netlist.

Table 2 lists the summary of DCT detection at RTL and at gate-level netlist as generated by
YOSYS and SDC. As Figure 10 shows for most of the benchmarks the number of DCTs at RTL is
same as those at gate-level netlist. However, there are some cases for which the synthesis tool
introduces additional DCTs. For example, in 2 (AES128_1, IMA APDCM) of 11 benchmarks, the
number of DCTs in the YOSYS-generated gate-level netlist is larger than that of RTL. Similarly,
in 4 (AES128_1, AES128_2, IMA APDCM, UART_1) of 11 benchmarks, the number of DCTs in the
SDC-generated netlist is larger than that of RTL. However, in some cases, the synthesis tools may
also reduce the number of DCTs. For example, in 2 (AES128_decrypt and RS232) of 11 benchmarks,
the number of DCTs in YOSYS-generated and SDC-generated gate-level netlists are smaller than
that of RTL. However, forAES128_decrypt, SDC has a bigger DCT reduction (15) compared to what
is achieved by YOSYS (1). Also, such reductions may be due to the optimization of the FSM as in
the case of RS232, which is indicated by the reduction in the set of reachable states in the gate-level
netlist as shown in Table 2.
To demonstrate effectiveness of performing DCT detection at RTL, run times of each bench-

marks regarding RTL, YOSYS- and SDC-generated gate-level netlist are shown by a heatmap in
Figure 11. For YOSYS-generated netlist, run times of all gate-level netlist benchmarks increase at
most by 81 times (IMA ADPCM) compared with that of RTL. Similarly, for all gate-level netlist
synthesized by SDC, run times increase at most by 415 times (IMA ADPCM) compared with that
of RTL.
Additionally, to explain huge runtime increase at gate-level netlist, we report the complexity of

each benchmark in software domains, in terms of Software Lines of Code (SW LOC), LLVM in-

struction count (ICounts), and LLVM branch instruction count (BCounts). As more clearly
shown in Figure 12, heatmaps of each complexity criteria are provided. Although it is infeasible to
determine complexity by a certain criteria, these criteria can be used as indicators to reveal poten-
tial complexity. For example, for IMA_ADPCM, XTEA Crypto in both YOSYS- and SDC-generated
netlist, AES128_decrypt in SDC-generated netlist, individually each of the three criteria (SW LOC,
ICounts, and BCounts) is much larger than that of the other benchmarks, which corresponds to a
much larger increase in runtime as shown in Figure 11.
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Fig. 11. The heat map for the total run time with pruning technique for RTL HDL, YOSYS- and Design

Compiler-generated gate-level netlist. All times are reported in minutes, and timeout is 600 min.

Figure 13 shows the relationship between the number of state FFs and runtime. Although there
is a correlation between the number of state FFs and the runtime, it is not the only factor that
determines the exponential increase in runtime. Therefore, for our approach both the complexity in
the original hardware design and the complexity in its software implementation that is generated
by Verilator should be taken into account to understand the performance.
Although it’s desirable to perform DCT detection approach at the RTL level for performance

reasons, for soundness DCTs must be detected at the gate-level to account for the DCTs that may be

introduced by the synthesis tools.

5.2 Detecting Trojans Hidden at Don’t Care Transitions

We evaluate our Trojan detection approach on two case studies: the RS232-T700 benchmark from
TrustHub [22] and the IMA ADPCM audio encoding algorithm [25]. Since none of the Trojans in the
TrustHub [22] benchmarks use a don’t care transition as a trigger, we decided to use existing Trojan
payloads from TrustHub and identify RTL designs with FSMs that have don’t care transitions
so that we could generate new Trojan benchmarks suitable for our approach. So, it turned out
that the RS232-T700 benchmark from TrustHub [22], specifically, the transmitter part in RS232-
T700, satisfied all our requirements perfectly. Besides, we choose IMA ADPCM benchmark from
Opencores [17] for the reason that, both synthesis tools (YOSYS and SDC) could introduce same
additional DCTs with the same reachable states, which supports the discussion in Section 5.2.2.
We evaluate Trojan detection for the two case studies in Sections 5.2.1 and 5.2.2 and evaluate the
precision of our Trojan prediction stage in Section 5.2.3.

5.2.1 Trojan Detection for IMA ADPCM. In this section, we apply the DCT and Trojan detection
method to the encoder part of the IMA ADPCM benchmark. The IMA ADPCM audio compression
algorithm belongs to the Adaptive Differential Pulse Code Modulation type algorithms. The algo-
rithm is based on a simple adaptive quantization of the difference between the input and predictor.
Each 16-bit input sample is converted to a 4-bit coded information, which yields a compression
ratio of 1/4 [25]. We will not go through detailed implementation of the design, instead, we focus
on the FSM part, which is shown in Figures 2 and 3.
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Fig. 12. SW LOC, ICounts, and BCounts (from top to bottom, respectively) of RTL netlist, YOSYS-generated

netlist, and Design Compiler-generated netlist.

As summarized in Table 2, for IMA_ADPCM benchmark, reachable states at RTL, YOSYS-
generated netlist, and SDC-generated netlist are the same (Column |RS |). However, # DCTs in-
creases after synthesis (Column |DCT |), which means synthesis tools could produce additional
DCTs. Trojans that utilize DCTs that are introduced after the synthesis would not be detected if
Trojan analysis only checks for DCTs that are detectable at RTL. Therefore, we perform DCT de-
tection at gate-level. However, for this benchmark, since the synthesis preserves the FSM, we can
perform Trojan payload exploration, specifically, the divergent output detection stage in Figure 1,
at either RTL or gate-level, assuming that the foundry is trustworthy.
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Fig. 13. Relationship between # state FFs (the numbers in parentheses after the name of each benchmark)

and Runtime of RTL netlist, YOSYS-generated netlist, and Design Compiler-generated netlist.

Table 3. Results on Trojans Triggered by DCTs that Exist at the Synthesised Gate-level Netlist

for IMA ADPCM

Trojan DCTs
Forward Analysis Time (min)

Trojan Analysis Time

Trojan Prediction (s) Payload Expl. (min)

YOSYS SDC RTL YOSYS SDC RTL YOSYS SDC

ima-1 T(6→0) 66.61 321.79 0.352 0.420 13.57 0.247 39.65 282.14

ima-2 T(6→1) 67.83 329.43 0.292 0.447 14.83 0.176 41.24 294.84

ima-3 T(6→2) 66.13 318.74 0.315 0.542 14.37 0.174 41.71 329.30

ima-4 T(6→3) 66.56 320.63 0.285 0.595 14.12 0.201 43.38 292.96

ima-5 T(6→4) 67.31 335.41 0.322 0.483 13.79 0.254 39.16 279.58

ima-6 T(6→5) 64.83 328.18 0.311 0.466 14.15 0.251 40.23 332.96

ima-7 T(7→0) 69.15 338.23 0.339 0.457 14.21 0.241 43.73 321.48

ima-8 T(7→1) 66.27 332.38 0.289 0.496 14.15 0.178 42.82 325.45

ima-9 T(7→2) 67.79 337.61 0.364 0.535 13.82 0.177 41.57 319.44

ima-10 T(7→3) 68.71 329.17 0.315 0.536 13.57 0.232 43.50 295.96

ima-11 T(7→4) 67.34 339.56 0.317 0.526 14.01 0.250 43.15 296.64

ima-12 T(7→5) 67.58 332.49 0.307 0.528 13.53 0.240 40.15 302.41

Thus, 12 different DCT-triggered Trojan versions of IMA APDCM based on each DCT obtained
from analysis at the gate-level netlist are designed as shown in Table 3. It is interesting to note that,
in this table, only ima-1 and ima-7 represent Trojans triggered by DCTs that only exist at RTL
and the remaining ten versions (in blue) indicate Trojans triggered by additional DCTs introduced
by the synthesis tool, all activated Trojans will make the output outValid stuck at “1.”
As the timing results in Table 3 indicate, Trojan analysis at RTL is much faster than the one at

gate-level. Specifically, Trojan analysis time at gate-level netlist is, on average, 190.9 times bigger
for YOSYS-generated netlist and 1,401.4 times bigger for SDC-generated netlist than that of Trojan
analysis at RTL. Also, Trojan analysis at gate-level takes much longer for SDC-generated netlists
compared to those for YOSYS-generated netlist, which is shown more clearly in Figure 14. This
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Fig. 14. Comparison of Forward Analysis and Trojan Analysis Times on the Synthesized Gate-level Netlists

(YOSYS- vs. SDC-generated) for IMA ADPCM. The Trojans are Triggered by DCTs that Exist at the Synthe-

sised Gate-level Netlist.

can be explained in terms of the code complexity difference; as shown in Figure 12 SDC-generated
netlists are in general more complex than YOSYS-generated netlists.
As shown in Figures 15 and 16, using the hybrid approach of detecting DCTs at gate-level and

analyzing the Trojans at RTL, we can achieve an average of 1.62× speed-up for YOSYS-generated
netlists and an average of 1.92× speed-up for SDC-generated netlist. However, we should note that
this speedup can be leveraged if the threat model permits, i.e., when the foundry is trusted.
The modular design of our approach provides an efficient method for predicting Trojans hid-

den at don’t care transitions when the FSM’s set of reachable states is known. Using off-the-shelf
EDA tools such as Intel Quartus or academic tools like NETA [14], the set of reachable states
can be obtained. As shown in Table 3, Trojan prediction can be performed under a second for
YOSYS-generated gate-level netlist and under a minute for SDC-generated gate-level netlist. The
Trojan prediction time takes, on average, 0.02% and 0.08% of the total Trojan analysis time for
YOSYS-generated and SDC-generated netlists, respectively. The Trojan prediction stage correctly
predicted the Trojan for each benchmark in Table 3 by detecting the suspicious states.

5.2.2 Trojan Detection for RS232-T700. We modified the RS232-T700 benchmark to generate
12 benchmarks; one for each DCT, and named each one as RS232-T700-N, where N represents
the DCT number. Since the synthesis process does not preserve the FSM for this benchmark, as
indicated by the columns under |RS | in Table 2, Trojan analysis can soundly be performed only at
the gate-level for this benchmark.
As the results in Table 4 show, the total analysis time (Forward Analysis + Trojan Analysis) takes

at most 10.05 min and Trojan Analysis at gate-level takes at most 2.98 min. This is in contrast with
the analysis times for the IMA_ADPCM benchmark, for which gate-level Trojan analysis takes at
the minimum 39.16 min. This can be explained with the relative code complexity of these bench-
marks: as shown in Figure 12, YOSYS- and SDC-generated gate-level netlists for IMA_ADPCM are
more complex than those for RS232-T700.
Trojan prediction is performed very efficiently, under a minute for both YOSYS- and SDC-

generated netlists, as shown in Table 4. The Trojan prediction time takes, on average, 5.5% and
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Fig. 15. Comparison of YOSYS-generated Gate-level Netlist Forward Analysis time + RTL Trojan Analysis

Time vs. YOSYS-generated Gate-level Netlist Forward Analysis + Trojan Analysis Time on IMA_ADPCM for

Trojans that are Triggered by DCTs that Exist at the Gate-level Netlist.

Fig. 16. Comparison of SDC-generated Gate-level Netlist Forward Analysis time + RTL Trojan Analysis Time

vs. SDC-generated Gate-level Netlist Forward Analysis + Trojan Analysis Time on IMA_ADPCM for Trojans

that are Triggered by DCTs that Exist at the Gate-level Netlist.

6.7% of the total analysis time for YOSYS-generated and SDC-generated netlists, respectively. The
relatively higher percentages of Trojan prediction for this benchmark are due to the lower Trojan
payload exploration times. The Trojan prediction stage correctly predicted the Trojan for each
benchmark in Table 4 by detecting the suspicious states.

5.2.3 Analysis of Trojan-free Designs. Our Trojan Prediction technique does not generate any
false negatives for the benchmarkswe evaluated in Sections 5.2.1 and 5.2.2.We also applied our Tro-
jan prediction technique to Trojan-free benchmarks that have don’t care transitions to check if our
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Table 4. Results on Trojans Triggered by DCTs that Exist at the Synthesized Gate-level Netlist

for RS232-T700

YOSYS-generated netlist

Trojan Trigger d
Forward Analysis Trojan Analysis Time Total time

Time (min) Troj. Predict (s) Payload Expl. (min) (min)

RS232-T1 T(1→0) 5 8.58 2.41 0.70 9.28

RS232-T2 T(1→2) 5 8.32 2.26 0.69 9.01

RS232-T3 T(3→0) 5 8.93 2.28 0.68 9.61

RS232-T4 T(3→2) 5 9.13 3.09 0.69 9.82

RS232-T5 T(4→0) 5 8.53 1.98 0.73 9.26

RS232-T6 T(4→2) 5 8.88 2.60 0.67 9.55

RS232-T7 T(5→0) 5 9.15 2.03 0.81 9.96

RS232-T8 T(5→2) 5 9.02 2.51 0.71 9.73

RS232-T9 T(6→0) 5 8.38 2.90 0.80 9.18

RS232-T10 T(6→2) 5 8.78 2.43 0.79 9.57

RS232-T11 T(7→0) 5 8.34 2.05 0.78 9.12

RS232-T12 T(7→2) 5 8.95 2.44 0.72 9.67

SDC-generated netlist

Trojan Trigger d
Forward Analysis Trojan Analysis Time Total time

Time (min) Troj. Predict (s) Payload Expl. (min) (min)

RS232-T1 T(4→0) 5 6.59 10.74 2.58 9.17

RS232-T2 T(4→2) 5 6.16 13.90 2.79 8.95

RS232-T3 T(4→3) 5 6.85 10.86 2.70 9.55

RS232-T4 T(5→0) 5 6.44 9.33 2.81 9.25

RS232-T5 T(5→2) 5 7.13 9.45 2.92 10.05

RS232-T6 T(5→3) 5 6.73 10.37 2.94 9.67

RS232-T7 T(6→0) 5 6.80 12.55 2.96 9.76

RS232-T8 T(6→2) 5 6.96 12.17 2.82 9.78

RS232-T9 T(6→3) 5 7.15 9.59 2.77 9.92

RS232-T10 T(7→0) 5 6.90 14.01 2.89 9.79

RS232-T11 T(7→2) 5 6.26 12.69 2.98 9.24

RS232-T12 T(7→3) 5 6.94 10.63 2.92 9.86

prediction method generates any false positives. As Table 5 shows our Trojan prediction technique
does not produce any false positives and correctly concludes under a minute for each Trojan-free
benchmark that the benchmark does not have any don’t care transition triggered Trojans.

5.3 Don’t Care Aware Reachability Analysis

Attackers can launch randomwalk attacks, where random input sequences are fed to the hardware,
or perform fault injection attacks to gain unauthorized access to protected states. We take the
AES benchmark from OpenCores for an illustration. The FSM in our benchmark represents the key
scheduling stage and consists of five states. The key generation process in AES encryption from the
chosen benchmark consists of generating 10 round keys (9 main rounds and the final round). So, a
round key generation starts from the initial state (“0”) of the key scheduling FSM and the computed
round key becomes available when the FSMmoves from state “4” to the initial state. The expanded
key can be seen as an array of 32-bit words (columns) numbered from 0 to 43 and the first four
columns are filled with the initial cipher key, so four columns equals to a 128-bit round key. For
each round, it has a dedicated round constant value RCon and a column col_t gets computed by
performing four accesses to the substitution box (SBox). To be more specific, state “0” initializes
the first input to the SBox module and in each of the states “1,” “2,” “3,” and “4,” one of the bytes
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Table 5. Results on Applying Trojan Prediction to Trojan-free Benchmarks using the Synthesized

Gate-level Netlists

Trojan-free YOSYS netlist SDC netlist

Benchmark Trojan Trojan Trojan Trojan
Prediction Time (s) predicted? Prediction Time (s) predicted?

prep3 NA NA NA NA

prep4 NA NA NA NA

AES128_1 3.77 ✗ 15.78 ✗

AES128_2 NA NA 12.11 ✗

AES128_decrypt 0.26 ✗ 17.13 ✗

IMA_ADOCM 1.36 ✗ 13.48 ✗

XTEA 1.45 ✗ 14.97 ✗

APB2SPI 0.54 ✗ 11.14 ✗

UART_1 0.67 ✗ 11.10 ✗

UART_2 0.38 ✗ 10.47 ✗

RS232 4.23 ✗ 14.88 ✗

TAP Controller NA NA 11.44 ✗

NA means the Trojan-free benchmark did not have any don’t care transitions. ✗means no suspicious/

dangerous states found.

of col_t gets updated with the result of the SBox transformation that uses one of the bytes of the
previous cipher key. In state 4, however, some additional computation is performed to generate the
round key. Specifically, the last column (column 4) of the round key is computed by XORing col_t
with the last column of the cipher key. Other columns (1 ≤ k ≤ 3) of the round key are computed
by XORing column k + 1 of the current round key and the respective column of the cipher key.
From the discussion above, it is obvious that state “4” is the most important state, because the

actual key generation happens there and it relies on the critical states “1,” “2,” and “3” to apply the
SBox transformations for the three bytes of col_t. Thus, we define state “4” as the protected state.
The goal of attacker is to find a sequence of inputs that can reach the protected state by skipping
some of the critical states. The attacker can also try to force the hardware into an unreachable state
that can transition to the protected state. This would help the attacker to recover the cipher key
from the immature round key that is weaker than what would be computed by the original FSM.
Hence, we performed two types Don’t Care Aware Reachability Analysis: one checks for the

don’t care transitions between reachable states and another one checks if an unreachable state can
reach the protected state through some don’t care transition while skipping some critical states.
As shown in Tables 6 and 7, the first columns represent AES benchmarks at RTL, YOSYS-

generated and SDC-generated gate-levels, respectively. For Table 6, starting from every reachable
state, we record all the successors, input conditions and time. For Table 7, starting from every un-
reachable state, Path2protect represents the path sequence from some unreachable source state to
the protected state “4.” It is clear that original STG of AES at RTL is preserved after the synthesis,
however, some don’t care transitions are added. For example, in AES_SDC, an attacker can access
the protected state “4” in three clock cycles by skipping reachable states “0” and “1,” even worse, for
AES_YOSYS, an attacker can visit the protected state directly starting from an unreachable state (“5,”
“6,” or “7”) in only one clock cycle. So, we consider Path2protect from AES_YOSYS and AES_SDC as
dangerous paths, since they introduce additional and dangerous accesses to the protected state
that bypass some/all intermediate critical states and could leak the security sensitive key informa-
tion and degrade the encryption system. Although assessing the impact of these weaknesses from
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Table 6. Potential Weaknesses in AES128_1 w.r.t. a Random-walk Attack

Benchmark srcState successor time (min) exist in original STG?

AES_RTL

0 0, 1 1.01 ✓
1 2 0.85 ✓
2 3 0.86 ✓
3 4 0.82 ✓
4 0 0.85 ✓

AES_YOSYS

0 0, 1 4.98 ✓
1 2 3.27 ✓
2 3 3.42 ✓
3 4 3.34 ✓
4 0 3.39 ✓

AES_SDC

0 0, 1 87.06 ✓
1 2 94.52 ✓
2 3 87.3 ✓
3 4 87.96 ✓
4 0 87.13 ✓

Checking all successors of reachable states.

Table 7. Potential Weaknesses in AES128_1 w.r.t. a Fault Injection Attack

Benchmark srcState Path2protect time (min) exist in original STG?

AES_RTL
5 5→ 0→ 1→ 2→ 3→ 4

5.81
✗

6 6→ 0→ 1→ 2→ 3→ 4 ✗
7 7→ 0→ 1→ 2→ 3→ 4 ✗

AES_YOSYS
5 5→ 4

18.80
✗

6 6→ 4 ✗
7 7→ 4 ✗

AES_SDC
5 5→ 2→ 3→ 4

190.57
✗

6 6→ 2→ 3→ 4 ✗
7 7→ 2→ 3→ 4 ✗

Checks paths that start from unreachable states and reaches the protected state “4.”

a cryptographic point of view is outside the scope of this article, we think that the security impact
of the dangerous path in AES_YOSYS is possibly bigger than that of the one in AES_SDC, because
AES_YOSYS can reach the protected state directly, i.e., by skipping all the critical states. However,
we would not consider the paths inAES_RTL as dangerous, because the destination of all the newly
introduced transitions (don’t care transitions) is state “0,” which is the reset state, and the round
key generation process still goes through the required set of substitutions and transformations.

6 DISCUSSION

Our approach has limitations due to several assumptions we make, the type of deviant behavior
that we can handle, and the type of benchmarks we used. We assume that we know the diameter
of the FSM of interest and the variable (register) that represents the state as our approach expects
these as inputs. Although we were able to easily identify these inputs precisely for the benchmark
designs, failing to precisely specify these as input would yield false positives as well as false nega-
tives in Trojan detection. This can happen, for instance, by setting the number of steps to a value
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that is smaller than the diameter or by not recognizing all registers that represent the states of an
FSM, e.g., the combined values of multiple registers represent the state and only a strict subset of
these registers are provided as input.
The second type of limitation is due to detecting deviant behavior in terms of output values. If

the Trojan causes other types of side effects, such as leaking information through side channels,
then our approach cannot detect such Trojans. However, our don’t care transition detection would
still be effective and can guide other approaches that can reason about side channels.
The third type of limitation is due to restricting our analysis to IP-level designs. Although using

our pruning techniques we can achieve significant performance improvement, our approach may
face the path explosion problem and needs to be improved to scale it to the detection of SOC-level
Trojan analysis. However, we would like point out that state-of-the-art that performs automated
symbolic security analysis of FSMs [4] also target IP-level designs, and we show that our approach
can handle even the most complex benchmarks, e.g., the TAP Controller, in these works.

7 CONCLUSIONS

We presented a don’t care transition and Trojan detection technique that does not require a golden
design or a specification. Our approach leverages symbolic execution to achieve high coverage of
the reachable and unreachable states in an FSM. Our three-stage approach extracts transitions of an
FSM and detects don’t care transitions, and the Trojans hidden at such transitions. We developed a
state-space pruning technique and applied our approach to various benchmarks from OpenCores
and Trust-hub. Our results show that our approach achieves 100% precision, while our pruning
technique speeds up detection of the don’t care transitions up to 10 times. We show that while
don’t care transitions must be detected at gate-level, Trojan detection can be performed at RTL
provided that the synthesis preserves the FSM structure and the foundry is trusted.We also present
a fast and precise Trojan prediction technique to check if the hardware design at the gate-level has
malicious modifications. In future work, we will investigate scaling our approach to SoC designs
and to the detection of Trojans with additional types of payloads.
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