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A B S T R A C T

The Nab experiment will measure the electron–neutrino correlation and Fierz interference term in free
neutron beta decay to test the Standard Model and probe Beyond the Standard Model physics. Using National
Instrument’s PXIe-5171 Reconfigurable Oscilloscope module, we have developed a data acquisition system
that is not only capable of meeting Nab’s specifications, but flexible enough to be adapted in situ as the
experimental environment dictates. The L1 and L2 trigger logic can be reconfigured to optimize the system
for coincidence event detection at runtime through configuration files and LabVIEW controls. This system
is capable of identifying L1 triggers at a rate of at least 1 MHz, while reading out a peak signal rate of
approximately 2 GB/s. During the commissioning phase of the experiment, the system ran at a sustained
readout rate of 400 MB/s of detector signal data originating from roughly 6 kHz L2 triggers, well within the
peak performance of the system.
1. Introduction

The Standard Model of Particle Physics is a detailed framework
hat describes the fundamental forces and the particles that make up
he universe. Several recent measurements probing the behavior of the

eak interaction, combined with ongoing developments in theoretical
alculations, point to a possible deviation from Standard Model pre-
ictions. Investigations of free neutron beta decay can provide a more
horough understanding of the electroweak interaction and serve as a
ensitive probe for Beyond the Standard Model (BSM) Physics [1–4].

Measurements of angular correlations such as the electron asym-
etry or the electron–neutrino correlation, combined with extractions

f the neutron lifetime 𝜏𝑛, can be used to determine the Cabibbo
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Kobayashi Maskawa matrix element 𝑉𝑢𝑑 without the theoretical un-
certainties present in many-bodied interactions such as superallowed
0+ → 0+ nuclear decays. Alternatively, a 1/𝐸𝑒 dependence present in
the neutrino asymmetry or a distortion to the beta spectrum, known as
Fierz interference, is indicative of new physics in the form of scalar or
tensor couplings.

1.1. The Nab experiment

The Nab experiment at the Spallation Neutron Source (SNS) at Oak
Ridge National Laboratory aims to significantly improve measurements
of angular correlations in free-neutron beta decay. The goal of the
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Fig. 1. The Nab spectrometer and data acquisition systems. Neutrons that decay while
assing through the spectrometer are magnetically guided to detectors above or below

the beamline. The electrons carry sufficient energy to deposit measurable signals,
while the protons undergo electrostatic acceleration (requiring fiber-optic readout of
the electronics) to gain detectable energies. Proton energies are thus determined via
time-of-flight measurement.

experiment is to measure the electron–neutrino correlation term to a
elative precision of 1 × 10−3 by reconstructing the decay kinematics
rom the electron energy and proton momentum. An additional mea-

surement of the Fierz interference term to an absolute precision of
 × 10−3 is intended as a probe for BSM Physics [5–7]. Two 2.0 mm

silicon wafers, divided into 127 hexagonal pixels, will be used to
measure, in coincidence, the electron and proton from unpolarized
neutron decay. The electron energy can be determined directly from
he charge deposited into the detector, while the proton momentum
ust be determined via a time-of-flight measurement along a fixed-

ength spectrometer [8,9]. Furthermore, the massive proton is unable to
penetrate the 100 nm dead-layer of the silicon with measurable energy,
so a −30 kV accelerating potential is applied in front of the detector to
allow for successful detection [10,11]. Fig. 1 depicts the experiment
as installed at the SNS. Due to the time-of-flight (TOF) region in the
spectrometer, detected protons on the upper detector arrive roughly 10
to 100 μs after the corresponding electron event.

The data acquisition system (DAQ) for this experiment needs to
support electron energy extraction with 3 keV resolution with an in-
tegral non-linearity understood to the 0.01% level. Additionally, any
systematic biases in timing extraction, such variations in clock syn-
chronization, must be understood to better than 300ps for proper phase
space reconstruction for electron–proton coincidences, and the sample
2 
rate must be sufficient to capture multiple points on the 30 − 40ns
rising edge of detector signals for backscattering identification. A low-
threshold trigger must be able to efficiently detect protons between 20
and 30 keV, producing signals around and below a signal-to-noise ratio
(SNR) of 10 to 1, while also being able to handle the significantly larger
electron signals, that can exceed SNR of 50 to 1. Flexible multipixel-
logic must be implemented between the two detectors, across the
−30 kV potential, in order to support real-time event reconstruction and
background rejection, including the identification of proton–electron
coincidence events based on particle energy, time separation between
triggers, and location of the triggers on the detector. This system must
be able to parse the expected 250Hz of coincidence events, in addition
to the measured rate of approximately 10 kHz of backgrounds, in order
to reach the statistical requirement of 109 electron–proton coincidence
events for the experimental precision goals [6]. Preliminary versions of
this system were utilized during the Calcium-45 and UCNB experiments
at Los Alamos National Laboratory [10,12–14].

2. DAQ hardware

The Nab-DAQ is intended to serve as a flexible system that can be
easily modified for optimized performance in the event of unanticipated
noise or a desire to modify the operating parameters of the experiment.
With this in mind, the system was built using National Instruments
hardware and was programmed using LabVIEW and LabVIEW FPGA.
This system is comprised of two remote chassis that are responsible for
the initial parsing of incoming data and identification of level 1 (L1)
triggers. These L1 triggers are then sent to the host computer for parsing
to identify different classes of events, or L2 triggers. Each L1 trigger,
L2 event, and corresponding signal data is then output to a separate
computer for replaying and post-processing. An overview of this system
can be seen in Fig. 2.

2.1. Digitizer cards

The DAQ is designed around the PXIe-5171 Reconfigurable Oscillo-
scope cards [15]. Each card is comprised of an AD9250 ADC, offering
8 channel readout of 14-bit samples at 250MHz, backed by a Kintex-7
410T FPGA. The cards are run with the 120 MHz anti-aliasing filter and
DC-coupling settings enabled and support full-scale voltage ranges from
0.2𝑉𝑝𝑝 to 5𝑉𝑝𝑝. Directly adjacent to the FPGA are two banks of DRAM,
totaling 12 Gbit/card. Sixteen cards are installed in each of two 18-slot
chassis, models PXIe 1085 and PXIe 1095. Each chassis of 128 input
channels is responsible for one detector of 127 pixels plus an additional
pulser input; Fig. 3 shows one fully instrumented chassis. These chassis
communicate with the host computer over MXIe Gen 2 fiber optical
cables, a necessity due to the −30 kV potential difference between the
computer and high-voltage cages depicted in Fig. 1.

These FPGA modules were selected for this application as they
directly support the requirements of the experiment, in particular the
sampling rate and non-linearity specifications. The 250MHz sampling
rate of these cards allows for multiple data points to be collected along
the rising edge of each signal, an essential feature for identifying parti-
cles that back-scattered from the detector within a signal. Additionally,
the AD9250 ADC has a reported maximum differential non-linearity
(DNL) of ±0.75 lsb and maximum integral non-linearity (INL) of ±3.5 lsb
with typical values of ±0.25 lsb and ±1.5 lsb respectively at 25◦ C [16].1
A typical integral non-linearity of 1.5 lsb for a 14-bit digitizer means
that the output values are within 1.5∕214 ≈ 0.009% of the true value.
This is comparable to the 0.01% level goal of the Nab experiment.
As the maximum value per the manufacturer correlates to a 0.02%
non-linearity, a precision pulse generator with a rated linearity at the
0.0015% level will be used to test each input channel on the FPGA
modules in series with the detector electronics during the measurement
cycle [17] to ensure understanding of the non-linearity of the complete
system to the 0.01% level.

1 Note that ‘lsb’ stands for least significant bits.
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Fig. 2. The full system map for the Nab-DAQ. The two remote chassis generate L1 triggers and communicate these via fiber to the host computer where they are then processed
o identify L2 triggers. From these L2 triggers, signals are requested from the two remote chassis and exported to the Cache Storage alongside L1 and L2 trigger information. A
eplay script then fetches this data from the cache, runs additional analysis, compresses, and then outputs the data to a RAID storage system.
s
n
o

Fig. 3. One fully instrumented chassis for the DAQ. Slot 1 is the PXIe fiber controller,
lots 2–9 and 11–18 are the digitizer cards, and slot 10 is the global OCXO reference.

2.2. Timing and synchronization

Each chassis is configured with a dedicated timing and synchro-
nization module. The primary chassis is outfitted with a PXIe-6674T
module that produces a 10MHz reference clock from its internal oven-
controlled crystal oscillator. This clock is distributed across the pri-
mary chassis’ backplane and to the secondary chassis using Highland
Technology converters to alternate between electrical and fiber-optic
signals to cross the high voltage potential. The PXIe-6672 module
in the secondary chassis ingests the clock produced in the primary
chassis and distributes it to the secondary chassis backplane. In addi-
tion to the clock, two additional connections are made between the
PXIe-6674T and PXIe-6672 modules to support the alignment of each
FPGA clock between the chassis [18]. This configuration is shown
in Fig. 4. In tandem with the PXIe-5171 oscilloscope modules, the
rated synchronization capability of this system is 300ps, before manual
adjustment, and ≤ 10ps with manual adjustment [15], well within the
Nab experimental precision goal of 300ps.
r

3 
2.3. Host computer

The host computer is responsible for management of the DAQ
hardware and processing incoming data from the FPGA. Each chassis
is connected to a PCIe bridge through the x8 PCIe Gen 2 interface
giving a total system throughput of up to 4 GB/s/chassis. The cache
storage on this system is an Intel Optane 905p 960 GB drive chosen
specifically for its high I/O performance, 2600/2200 MB/s read/write
respectively, and high endurance rating, 17.52 PB written [20]. All
data is transferred from this computer over 10Gb Ethernet to the replay
server.

2.4. Replay server

The replay server is configured with an AMD Threadripper Pro
5965WX 24-Core CPU with 128 GB of DDR4 memory and an Nvidia
RTX A4000 GPU to support any post-processing and data replay that is
desired. For data storage, an external storage array is configured with
44 Seagate EXOS 20TB drives, model ST20000NM003D. These drives
are split into a pair of RAID 6 configurations, each with 400 TB of
configured storage. These RAIDs are network mounted so additional
local analysis machines can access the data. This allows shift takers
to perform analysis on incoming data without over-utilizing the replay
server or Host DAQ computer.

2.5. Data distribution and long-term archival

Data distribution is performed with the ORNL Physics Division
cluster. All data saved to the replay server, after compression, is also
transferred to a 300 TB storage array configured on the Physics Division
cluster. This is intended to store data from recent measurement cycles
o that it can be broadcast to collaborating institutions, not for perma-
ent backup. Users can either perform analysis directly on that cluster,
r use resources such as Globus [21,22] to transfer the data to external
esources.
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Fig. 4. The hardware and software connections used for DAQ timing and synchronization. Solid black lines indicate electrical(software) connections, and dotted orange lines
indicate fiber-optic connections. The Highland Technology J724+J730 combination is rated for <12ps RMS jitter [19].
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3. Firmware and software

3.1. FPGA firmware and L1 logic

The firmware onboard the FPGA can be divided into three main
parts: hardware initialization, data acquisition and processing, and
signal output. The hardware initialization loop establishes the FPGA re-
ources for routine running, such as clocking and communication with
he PXIe backplane, as well as the system synchronization process [18].

A high-level overview of the FPGA firmware can be seen in Fig. 6
The ADC operates at 250MHz while the data acquisition loop pro-

esses at 125MHz, so 2 samples are read from each channel every clock
ycle. These data streams are then forked and sent to two different
perations. One stream is structured into a binary sequence and written
o a pair of DRAM memory banks. Each bank is configured with a
84 bit bus, allowing for 768 bits effectively per address. This system
lternates between read and write modes to the DRAM banks to prevent
ace conditions occurring in the readout logic. Incoming data is held
n a First-In First-Out (FIFO) buffer, or DRAM Write Buffer, until the
RAM controller enters write mode. The data is organized with each
ddress containing 48 sequential samples from the same input channel.
he DRAM controller is configured such that it alternates between
eading and writing modes at fixed intervals, for example a 50 clock
ycles in write mode followed by 10 in reading mode. The DRAM
rite Buffer is responsible for buffering the incoming data while the

ystem is in read mode, and the duration of the read/write modes of
he arbitration must be carefully tuned to ensure that the FIFO never
verflows. A configuration of 9 ticks in write mode, 5 in read mode,
as been found to be optimal for this use case.

The second copy of the incoming sample stream is filtered by a
odified trapezoidal filter [23] and the filtered output is then analyzed

o identify any signal that match the L1 trigger criteria. For each
dentified trigger, the system outputs the extracted energy and arrival
ime of physics events, the pixel the event was seen on, and a counter
hat keeps track of how many triggers have been identified from
ach channel [24,25] since the system was initialized. This counter
elps ensure that offline analysis is aware of any loss of data that
ccurs between identification and output from the host logic system by
lagging any skips in that counter. These triggers are then transferred
 p

4 
o the host CPU via a direct memory access (DMA) FIFO, where they
re then processed by the L2 trigger logic.

A major feature of this system is the ability to reconfigure the L1
rigger logic and signal processing to match the incoming data. The
odified trapezoidal filter routine is configurable such that all channels
ave independently tuned decay rates, flat top lengths, rising edge
engths, dead times, and trigger thresholds. The expected rise time
f these signals is around 50ns, with a fall time of 5 μs, but by
llowing each channel to be individually tuned, any discrepancies can
e accounted for. Trigger thresholds and dead times can be adjusted
t run time, but the decay rate, flat top, and rising edge lengths must
e set at initialization due to the variable shift registers that require
re-allocation of memory resources. An example pair of signals that
his system identified as a proton–electron coincidence pair is shown
n Fig. 5.

The entirety of the trigger logic and signal processing operations
ake place within two function calls on the FPGA, one for each process.
his design allows for the system to be reconfigured to utilize other
iltering methodologies with a minimally invasive reprogramming pro-
ess. Any adjustments to these functions will require re-synthesis of
he FPGA firmware, but the remaining architecture such as the signal
eadout operations do not need to be adjusted to accommodate these
hanges.

.2. LabVIEW software and L2 logic

The L1 triggers produced by the FPGA processing are then passed
ia DMA FIFOs to the host CPU, where they are aggregated and time-
rdered. The L2 logic is implemented in LabVIEW software, using
onfiguration files to dictate logic criteria, with the main purpose of
dentifying coincident pairs of proton and electron signals and reduc-
ion of the number of digitized signal traces to be recorded. Incoming
1 triggers from all channels are aggregated and time sorted before
eing parsed to identify electron–proton coincidences based on timing,
nergy, and input channel information recorded in each L2 trigger. In
ddition to coincident proton–electron events, additional L2 triggers
re created in this process such as periodic sampling of both detector
rrays in their entirety for analysis of baseline system noise, bias

ulsing of the detector for gain monitoring, and temperature sensor
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Fig. 5. A pair of proton and electron signals from the Nab DAQ system. These signals were identified about 15.87 μs apart from each other, with the proton on the upper detector
and the electron on the lower. Each signal has the location of the identified trigger centered in the waveform readout window.
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Fig. 6. A representation of the FPGA logic and data flow through the chip. As data
s read in, the stream is written to a continuous ring buffer and also piped through a

filtering and trigger logic system. Any identified triggers are sent over the Trigger DMA
IFO to the user-defined logic system where they are parsed. Signal requests generated

by this logic are sent back to the FPGA over the Request DMA FIFO and the requested
data is read out by the DRAM Controller logic from the pair of DRAM memory banks
and sent back to the computer over the Readout DMA FIFO.

readout on the FPGA and ADC boards for systematic studies. Due to
the low expected SNR of proton signals, as seen in Fig. 5, and also
the high rate of backgrounds expected within the experiment, a large
number of L1 triggers are expected to fall outside of the categories
for L2 triggers described above. As such, an additional L2 trigger
5 
type is available for these L1 triggers that can be enabled with a
user-defined pre-scaling factor adjustable at run-time. This allows the
experiment to characterize backgrounds and non-coincidence events
without over-saturating the data throughput of the system.

Each L2 trigger includes information about the L1 trigger(s) as-
sociated with it, when applicable, as well as a run-specific unique
identifier (UID). All L1 and L2 trigger information is recorded in
corresponding datasets within the output HDF5 file for post-processing.
Any detector data associated with an L2 trigger is requested from the
FPGAs by sending a request containing the desired channel, timestamp,
request length, and UID over DMA FIFO to the corresponding FPGA.
A copy of this request information is also sent over LabVIEW queue
communication protocol to a multi-threaded signal retrieval loop on
the host system. This loop ingests the output signal data from each
FPGA, checks the signal header against the copy of the requests that
was sent via LabVIEW queue to verify the expected data was returned,
and saves these headers and signals to a flat binary file structure. The
UID for each L2 trigger is included in each signal header, along with
the channel, timestamp, and type of L2 event for which the signal
was requested. This allows a unique mapping from a given signal back
o both L2 and L1 triggers within one data run for post-processing.
ach parallel instance of this loop, one for each FPGA, has its own
edicated output file that will need to be parsed by the replay script
n order to combine all the data together. This parallel file writing
s part of the motivation for the Intel Optane 960p cache SSD as it
as excellent random read/write performance compared to traditional
rives and is capable of keeping up with the high data rate of this
ystem. Previous iterations of this system had each FPGA writing to
ifferent datasets in the same HDF5 file that the L1 and L2 triggers
re saved to, but in testing that proved to have lower throughput than
his parallel methodology. In addition to writing the files in parallel,

multiple signals are retrieved by each DMA FIFO request to maximize
throughput from the FPGAs as each transfer has a non-zero amount of
overhead associated with it.
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.3. Analysis and storage server

The data output from the LabVIEW host computer is saved initially
o the cache drive as a combination of an HDF5 file containing con-

figuration parameters and other system meta-data while the L1, L2,
and signal data are all saved to their own dedicated binary files for
each data type [26]. This splitting of file types was determined to
be the optimal configuration to obtain peak throughput for the signal
readout while saving the configuration data in a flexible format. A
cript copies this data to a temporary buffer on the RAID array where
he replay process then parses the files. Once each file is loaded into
emory, check-sums are calculated for each signal and inserted into

heir headers so offline analysis processes can verify data integrity.
This is performed specifically at this stage as immediately after these
re calculated, the headers and signals are split and saved to distinct
torage locations within the HDF5 file based on the type of L2 trigger
hey are associated with. These checksums ensure that the analyzer
an verify which header matches to each signal in case of an error
ccurring in this process, or during any future modifications to the
iles such as data compression. This split is done to improve offline
nalysis performance as many analysis operations only access header
nformation and do not need to access the signal data and vice-versa.
he signal data is compressed using the DeltaRice algorithm and saved
o the HDF5 file along with any analysis results [27]. These data files
re saved to the local RAID arrays for short term storage and local
nalysis efforts.

To enable more rapid feedback on the system, additional analysis
an be enabled through the nabPy library: https://pypi.org/project/
abPy/. This additional analysis creates secondary datafiles that con-

tain the results of the analysis along with a full copy of the original data
file, excluding the raw signal data. These smaller analysis result files are
significantly faster to distribute to the analyzers. This pre-processing
everages the Nvidia RTX A4000 in the system through the CuPy library
o accelerate the analysis. The full replay output, including both the

original data file and the pre-processing output file, is sent to the ORNL
Physics Division storage server for data distribution.

3.4. Auto-calibration DAQ

In addition to the standard operational DAQ mode, the Nab-DAQ
also offers an auto-calibration mode to assist the user with determining
he optimal L1 trigger threshold on a per-channel basis. This system
utomatically iterates through all of the configured channels and de-

termines the trigger rate as a function of the threshold parameter. In
he standard running configuration, the various L1 triggers are returned
o the host computer and parsed through the L2 logic. In this configura-
ion, only the number of triggers returned is recorded per measurement
nterval with the triggers themselves being discarded and the rest of
he L2 logic bypassed. With the trigger rates as a function of threshold
etermined, the system fits each distribution to a Gaussian function and
laces the trigger threshold at 3𝜎 from the mean by default, though this
an be adjusted by the user. The resulting trigger rate is saved to an
utput HDF5 formatted file for the user to parse manually if desired.

.5. NI-scope soft front panel

NI-Scope Soft Front Panel is a software suite provided for the PXIe-
171 oscilloscope modules that allows for the user to have oscilloscope-
ike control over each channel. This software does not use the same L1
r L2 trigger logic as the Nab-DAQ, but it does allow for the user to
bserve incoming detector signals in a similar fashion to a standard
enchtop oscilloscope. Included in this software is the ability to only
iew certain channels, change trigger types to modes such as rising or
alling edge detection, adjust trigger thresholds, save images, and more.

This software suite allows for the Nab-DAQ system to effectively serve
as a 256 channel benchtop oscilloscope, which is particularly useful
for tasks such as debugging connectivity to detector channels during
installation of the detector system.
6 
4. System performance

The performance of the Nab-DAQ system is examined in this section.
The system throughput, in terms of supported trigger rate and readout
rate, was examined relative to the theoretical maximum throughput
determined by the various interfaces used, such as PCIe and SSD
read/write performance. Additionally, the timing synchronization per-
formance of the DAQ is examined to determine how the system con-
tributes to the overall Nab uncertainty budget. The linearity of the
system is not explored within this document, beyond the manufacturer
specifications, as the linearity of both the DAQ and detector electronics
will need to be examined in tandem for systematic studies.

4.1. Data throughput

With the first versions of the firmware, each FPGA was capable
of continuous data transfer rates of approximately 130 MB/s [24]
when outputting four samples packed into each output container. The
updates presented here leverage a newly restructured DRAM buffer
and read/write arbitration system. In the current configuration, the
maximum stable readout achieved was 260 MB/s per FPGA, fully
saturating the available 4 GB/s per chassis upper limit set by the PCIe
Gen 2.0 interface between each chassis and the host computer.

The output data is initially saved to the cache SSD which has a
peak write performance of around 2200 MB/s. This presently sets the
upper limit on the peak instantaneous data rate. The data is moved
from this system over a 10 Gb/s Ethernet communication between the
LabVIEW host system and Analysis and Storage server, which restricts
the maximum time-averaged data rate to 1.25 GB/s. Any sustained
rates over this limit may eventually fill the cache SSD and cause
downtime while the cache flushes to the RAID storage server. This has
been observed when performing benchmarks of the system, but not in
standard measurement configurations where the data rate has ranged
between 100 and 500 MB/s, well within these hardware limitations.

The system is capable of identifying over 1MHz of L1 triggers across
all 32 FPGA boards and exporting this information to the cache SSD in
real-time, so long as the L2 logic and signal readout is disabled. With
L2 logic enabled, the system throughput reduces to around 35 kHz of
L1 triggers due to the additional overhead of identifying the various
L2 triggers. This performance can be improved through more efficient
logic and work is underway to address these deficiencies. The final
stage of the host computer process, the signal readout, is limited in its
throughput by 2 main obstacles: the 260 MB/s per FPGA transfer rate,
and the host computers processing capabilities such as memory speed
and CPU clock rate. Many adjustments have been made to mitigate
these bottlenecks. In practice, the 260 MB/s per FPGA transfer rate
is not the primary limitation and software inefficiencies are far more
relevant. Converting the signal request and readout operations to occur
in parallel for loops with individual dedicated output files for each
FPGA allow the system to more efficiently use the CPU and memory
resources. In addition, transitioning the software from 32-bit to 64-bit
allowed for larger memory buffers which increased both the system
stability and peak throughput. With these changes in place, the signal
readout reached a peak measured throughput of ≈ 2100 MB/s when
recording signal traces from all channels bypassing the L1 and L2 logic,
just below the full write performance of the cache SSD. With the L1
and L2 logic enabled and in the expected experimental configuration,
the LabVIEW system has been observed to run stably at approximately
300MB/s with over 15 kHz of incoming L1 triggers.

Depending on the analysis enabled in the replay script, the per-
formance of that process varies significantly. The signal reading from
cache SSD, checksum calculation, and compression have each been
demonstrated to perform in excess of 1000 MB/s. The writing of data
to the RAID array peaks at ≈ 1000 MB/s for small transfers, but falls to
a continuous throughput of ≈ 800 MB/s per RAID array. By alternating
the target destination of the replay script, it is possible to write to

https://pypi.org/project/nabPy/
https://pypi.org/project/nabPy/
https://pypi.org/project/nabPy/


D.G. Mathews et al.

n
w
s
f
a

t
o

n
R
b
L
a
a
b
b
a

4

a
F
a
t

r
F

b

t
r
T

c

e

p
a
A
V

o

Nuclear Inst. and Methods in Physics Research, A 1071 (2025) 170079 
Fig. 7. Demonstration of the stability of the synchronization over 50 repeated mea-
surements of the system. The same configuration was used for each test to ensure
o additional sources of uncertainty such as variations in the cable length. This test
as performed with two input channels on FPGAs within different chassis with the

ynchronization signals being sent over fiber-optic connections as will be used in the
ull experiment. These measurements were fit to a gaussian function with the mean
nd standard deviation reported in the figure.

hem both simultaneously for a cumulative rate of 1600 MB/s, though
bserved sustained data rates have not made this necessary.

The total throughput of the system is limited by the slowest compo-
ent. In this case, the 10Gb networking between the cache SSD and the
AID array is the slowest hardware component. This could be avoided
y moving the data compression process to the same system as the
abVIEW DAQ software. This was tested and in practice resulted in
 more unstable system due to over-utilization of the available CPU
nd memory resources. With the expected experimental data rate of
etween 100 and 400 MB/s the 10 Gb/s network bottleneck is well
eyond the experimental requirements and the cache drive allows for
 buffer in case of occasional peaks beyond 10 Gb/s.

.2. Clock synchronization

The alignment of the clock synchronization was studied by injecting
n oscillating reference signal into pairs of channels across various
PGAs within the DAQ system. Whenever the DAQ software is started,
ny offset between the channels within the system must be consistent
o at least 300ps, and held stable to that level for the duration of the

measurement period. The synchronization of the FPGA clocks, both on
the same chassis and across the pair of chassis, is performed through
the NI Tclk API [18]. Testing of this system was done by splitting a
sinusoidal signal across multiple channels of the DAQ and measuring
the deviation in the phase of these signals. Each signal was acquired
by querying the timestamp on the first FPGA in the system, then
equesting a signal from that timestamp in the ring buffer from every
PGA channel to ensure that each signal was requested from the same

timestamp according to the DAQ system. These signals were then fit to
a sine wave and the phase of each signal was determined. The deviation
etween the phases measured on different channels and its uncertainty

determines the clock offset and uncertainty between FPGA channels.
Fig. 7 shows the results of one such test which indicates a stability at
he < 10ps level across two FPGA chassis, well below the Nab precision
equirements and in agreement with the quoted performance of the NI
clk API.

The extraction of the start time from each signal can additionally
ontribute to timing jitter/uncertainty if there are biases present in the
 R

7 
xtraction method. This data acquisition system allows for the user to
archive signals associated with L1 triggers so that they can be analyzed
offline to correct for any such biases. This offline correction assumes
a negligible bias originating in the trigger logic on the shape of the
signals recorded which will need to be explored in more detail during
the operation of the experiment.

5. Conclusion

We have developed a novel DAQ architecture for the Nab ex-
periment that is both highly adaptable to match the experimental
configuration and also capable of exceeding anticipated experimental
data rates. L1 trigger parameters, such as trigger threshold and shaping
filter parameters, and the L2 trigger logic can both be adjusted at
initialization/run-time allowing the user to adapt the behavior of the
system to account for variations in the experimental conditions. This
system is capable of exporting data to compressed HDF5 files in a local
RAID storage server at up to ≈ 800 MB/s. All L1 triggers, L2 logic re-
sults, and signal data are saved along with the configuration parameters
and other relevant metadata to ensure that offline analysis has access
to all relevant information regarding the configuration of the system.
Additional analysis is made available at the replay stage through the
nabPy library, including signal fitting routines and checksums to verify
data integrity.

CRediT authorship contribution statement

D.G. Mathews: Writing – review & editing, Writing – original
draft, Software, Methodology, Investigation, Formal analysis, Data cu-
ration. H. Acharya: Writing – review & editing, Writing – original
draft, Validation, Software, Methodology, Investigation, Formal anal-
ysis, Data curation. C.B. Crawford: Writing – review & editing, Su-
ervision, Resources, Project administration, Methodology, Funding
cquisition, Conceptualization. M.H. Gervais: Software, Methodology.
.P. Jezghani: Writing – review & editing, Writing – original draft,
alidation, Software, Methodology, Investigation, Conceptualization.
M. McCrea: Software. A. Nelsen: Software, Methodology, Investi-
gation. A. Atencio: Validation, Investigation. N. Birge: Validation,
Investigation. L.J. Broussard: Writing – review & editing, Validation,
Supervision, Resources, Project administration, Investigation, Fund-
ing acquisition. J.H. Choi: Validation, Investigation. F.M. Gonzalez:
Validation, Investigation. H. Li: Validation, Software, Investigation.
N. Macsai: Validation, Investigation. A. Mendelsohn: Validation, In-
vestigation. R.R. Mammei: Supervision, Investigation. G.V. Riley:
Validation, Software, Investigation. R.A. Whitehead: Writing – review
& editing, Validation, Investigation.

Declaration of competing interest

The authors declare that they have no known competing finan-
cial interests or personal relationships that could have appeared to
influence the work reported in this paper.

Acknowledgments

This work was supported through the U. S. Department of En-
ergy (DOE), Office of Science, Office of Nuclear Physics [contracts
DE-SC0014622, DE-FG02-97ER41042, DE-AC05-00OR22725] and Na-
tional Science Foundation (NSF) [contracts PHY-0855584, PHY-1950
795, PHY-2209590]. This work was supported by the United States
DOE, Office of Science, Office of Nuclear Physics through Los Alamos
National Laboratory under Contract Number 89233218CNA000001 un-
der proposal 2023 LANLEED3. This material is based upon work sup-
ported by the U.S. DOE, Office of Science, Office of Workforce Devel-
pment for Teachers and Scientists, Office of Science Graduate Student
esearch (SCGSR) program. The SCGSR program is administered by



D.G. Mathews et al.

t

Nuclear Inst. and Methods in Physics Research, A 1071 (2025) 170079 
he Oak Ridge Institute for Science and Education for the DOE under
contract number DE-SC0014664. This research used resources at the
Spallation Neutron Source, a DOE Office of Science User Facility oper-
ated by the Oak Ridge National Laboratory. This work was supported
through the Natural Sciences and Engineering Research Council of
Canada (NSERC) contract SAPPJ-2022-00024.

Data availability

The authors are unable or have chosen not to specify which data
has been used.

References

[1] V. Cirigliano, A. Crivellin, M. Hoferichter, M. Moulson, Scrutinizing
CKM unitarity with a new measurement of the K𝜇3/K𝜇2 branching
fraction, Phys. Lett. B (ISSN: 0370-2693) 838 (2023) 137748, http:
//dx.doi.org/10.1016/j.physletb.2023.137748, https://www.sciencedirect.
com/science/article/pii/S0370269323000825.

[2] L. Hayen, Opportunities and open questions in modern 𝛽 decay, 2024, https:
//arxiv.org/abs/2403.08485, arXiv:2403.08485.

[3] D. Dubbers, M.G. Schmidt, The neutron and its role in cosmology and particle
physics, Rev. Mod. Phys. 83 (2011) 1111–1171, http://dx.doi.org/10.1103/
RevModPhys.83.1111, https://link.aps.org/doi/10.1103/RevModPhys.83.1111.

[4] M. Brodeur, N. Buzinsky, M.A. Caprio, V. Cirigliano, J.A. Clark, P.J. Fasano, J.A.
Formaggio, A.T. Gallant, A. Garcia, S. Gandolfi, S. Gardner, A. Glick-Magid, L.
Hayen, H. Hergert, J.D. Holt, M. Horoi, M.Y. Huang, K.D. Launey, K.G. Leach,
B. Longfellow, A. Lovato, A.E. McCoy, D. Melconian, P. Mohanmurthy, D.C.
Moore, P. Mueller, E. Mereghetti, W. Mittig, P. Navratil, S. Pastore, M. Piarulli,
D. Puentes, B.C. Rasco, M. Redshaw, G.H. Sargsyan, G. Savard, N.D. Scielzo, C.Y.
Seng, A. Shindler, S.R. Stroberg, J. Surbrook, A. Walker-Loud, R.B. Wiringa, C.
Wrede, A.R. Young, V. Zelevinsky, Nuclear 𝛽 decay as a probe for physics beyond
the Standard Model, 2023, arXiv:2301.03975.

[5] D. Počanić, R. Alarcon, L.P. Alonzi, S. Baeßler, S. Balascuta, J.D. Bowman, M.A.
Bychkov, J. Byrne, J.R. Calarco, V. Cianciolo, C. Crawford, E. Frlež, M.T. Gericke,
G.L. Greene, R.K. Grzywacz, V. Gudkov, F.W. Hersman, A. Klein, J. Martin, S.A.
Page, A. Palladino, S.I. Penttilä, K.P. Rykaczewski, W.S. Wilburn, A.R. Young,
G.R. Young, Nab: Measurement principles, apparatus and uncertainties, Nucl.
Instrum. Methods Phys. Res. A (ISSN: 01689002) 611 (2-3) (2009) 211–215,
http://dx.doi.org/10.1016/j.nima.2009.07.065,

[6] J. Fry, R. Alarcon, S. Baeß ler, S. Balascuta, L.B. Palos, T. Bailey, K. Bass, N.
Birge, A. Blose, D. Borissenko, J. Bowman, L. Broussard, A. Bryant, J. Byrne,
J. Calarco, J. Caylor, K. Chang, T. Chupp, T. Cianciolo, C. Crawford, X. Ding,
M. Doyle, W. Fan, W. Farrar, N. Fomin, E. Frleˇ z, M. Gericke, M. Gervais, F.
Glück, G. Greene, R. Grzywacz, V. Gudkov, J. Hamblen, C. Hayes, C. Hendrus,
T. Ito, A. Jezghani, H. Li, M. Makela, N. Macsai, J. Mammei, R. Mammei, M.
Martinez, D. Matthews, M. McCrea, P. McGaughey, C. McLaughlin, P. Mueller,
D.v. Petten, S. Penttilä, D. Perryman, R. Picker, J. Pierce, D. Poˇ canić, Y. Qian,
J. Ramsey, G. Randall, G. Riley, K. Rykaczewski, A. Salas-Bacci, S. Samiei,
E. Scott, T. Shelton, S. Sjue, A. Smith, E. Smith, E. Stevens, J. Wexler, R.
Whitehead, W. Wilburn, A. Young, B. Zeck, The Nab experiment: A precision
measurement of unpolarized neutron beta decay, EPJ Web Conf. 219 (2019)
04002, http://dx.doi.org/10.1051/epjconf/201921904002.

[7] S. Baeßler, R. Alarcon, L.P. Alonzi, S. Balascuta, L. Barrón-Palos, J.D. Bowman,
M.A. Bychkov, J. Byrne, J.R. Calarco, T. Chupp, T.V. Cianciolo, C. Crawford,
E. Frlež, M.T. Gericke, F. Glück, G.L. Greene, R.K. Grzywacz, V. Gudkov,
D. Harrison, F.W. Hersman, T. Ito, M. Makela, J. Martin, P.L. McGaughey,
S. McGovern, S. Page, S.I. Penttilä, D. Počanić, K.P. Rykaczewski, A. Salas-
Bacci, Z. Tompkins, D. Wagner, W.S. Wilburn, A.R. Young, Neutron beta decay
studies with Nab, AIP Conf. Proc. (ISSN: 0094-243X) 1560 (1) (2013) 114–
116, http://dx.doi.org/10.1063/1.4826731, arXiv:https://pubs.aip.org/aip/acp/
article-pdf/1560/1/114/11874192/114_1_online.pdf.

[8] L. Hayen, J.H. Choi, D. Combs, R.J. Taylor, S. Baeßler, N. Birge, L.J. Broussard,
C.B. Crawford, N. Fomin, M. Gericke, F. Gonzalez, A. Jezghani, N. Macsai, M.
Makela, D.G. Mathews, R. Mammei, M. McCrea, A. Mendelsohn, A. Nelsen, G.
Riley, T. Shelton, S. Sjue, E. Smith, A.R. Young, B. Zeck, Precision pulse shape
simulation for proton detection at the Nab experiment, Phys. Rev. C 107 (2023)
065503, http://dx.doi.org/10.1103/PhysRevC.107.065503, https://link.aps.org/
doi/10.1103/PhysRevC.107.065503.

[9] A. Salas-Bacci, P. McGaughey, S. Baeßler, L. Broussard, M. Makela, J. Mirabal, R.
Pattie, D. Počanić, S. Sjue, S. Penttila, W. Wilburn, A. Young, B. Zeck, Z. Wang,
Characterization of large area, thick, and segmented silicon detectors for neutron
𝛽-decay experiments, Nucl. Instrum. Methods Phys. Res. A (ISSN: 0168-9002) 735
(2014) 408–415, http://dx.doi.org/10.1016/j.nima.2013.09.059, https://www.
sciencedirect.com/science/article/pii/S0168900213013016.
8 
[10] L. Broussard, B. Zeck, E. Adamek, S. Baeßler, N. Birge, M. Blatnik, J. Bowman,
A. Brandt, M. Brown, J. Burkhart, N. Callahan, S. Clayton, C. Crawford, C.
Cude-Woods, S. Currie, E. Dees, X. Ding, N. Fomin, E. Frlez, J. Fry, F. Gray,
S. Hasan, K. Hickerson, J. Hoagland, A. Holley, T. Ito, A. Klein, H. Li, C.-
Y. Liu, M. Makela, P. McGaughey, J. Mirabal-Martinez, C. Morris, J. Ortiz, R.
Pattie, S. Penttilä, B. Plaster, D. Počanić, J. Ramsey, A. Salas-Bacci, D. Salvat, A.
Saunders, S. Seestrom, S. Sjue, A. Sprow, Z. Tang, R. Vogelaar, B. Vorndick,
Z. Wang, W. Wei, J. Wexler, W. Wilburn, T. Womack, A. Young, Detection
system for neutron 𝛽 decay correlations in the UCNB and Nab experiments,
Nucl. Instrum. Methods Phys. Res. A (ISSN: 0168-9002) 849 (2017) 83–93,
http://dx.doi.org/10.1016/j.nima.2016.12.030, https://www.sciencedirect.com/
science/article/pii/S0168900216312943.

[11] L.J. Broussard, R. Alarcon, S. Baeßler, L.B. Palos, N. Birge, T. Bode, J.D. Bowman,
T. Brunst, J.R. Calarco, J. Caylor, T. Chupp, V. Cianciolo, C. Crawford, G.W.
Dodson, J. DuBois, W. Fan, W. Farrar, N. Fomin, E. Frlež, J. Fry, M.T. Gericke,
F. Glück, G.L. Greene, R.K. Grzywacz, V. Gudkov, C. Hendrus, F.W. Hersman,
T. Ito, H. Li, N. Macsai, M.F. Makela, J. Mammei, R. Mammei, J. Martin, M.
Martinez, P.L. McGaughey, S. Mertens, J. Mirabal-Martinez, P. Mueller, S.A.
Page, S.I. Penttilä, R. Picker, B. Plaster, D. Počanić, D.C. Radford, J. Ramsey,
K.P. Rykaczewski, A. Salas-Bacci, E.M. Scott, S.K.L. Sjue, A. Smith, E. Smith,
A. Sprow, E. Stevens, J. Wexler, R. Whitehead, W.S. Wilburn, A.R. Young, B.A.
Zeck, Neutron decay correlations in the Nab experiment, J. Phys.: Conf. Ser.
876 (1) (2017) 012005, http://dx.doi.org/10.1088/1742-6596/876/1/012005,
https://doi.org/10.1088/1742-6596/876/1/012005.

[12] L.J. Broussard, S. Baeß ler, T.L. Bailey, N. Birge, J.D. Bowman, C.B. Crawford, C.
Cude-Woods, D.E. Fellers, N. Fomin, E. Frleˇ z, et al., Using NAB to determine
correlations in unpolarized neutron decay, Hyperfine Interact. 240 (1) (2018)
http://dx.doi.org/10.1007/s10751-018-1538-7.

[13] L. Broussard, U. Collaboration, UCNB: The neutrino asymmetry in polarized
ultracold neutron decay, AIP Conf. Proc. (ISSN: 0094-243X) 1560 (1) (2013)
149–151, http://dx.doi.org/10.1063/1.4826741, arXiv:https://pubs.aip.org/aip/
acp/article-pdf/1560/1/149/11874044/149_1_online.pdf.

[14] W.S. Wilburn, V. Cirigliano, A. Klein, M.F. Makela, P.L. McGaughey, C.L. Morris,
J. Ramsey, A. Salas-Bacci, A. Saunders, L.J. Brousard, A.R. Young, Measurement
of the neutrino-spin correlation parameter b in neutron decay using ultracold
neutrons, Rev. Mex. Fís. (ISSN: 0035-001X) 55 (2) (2009) 4.

[15] N. Instruments, PXIe-5171 Specifications, 2024, https://www.ni.com/docs/en-
US/bundle/pxie-5171-specs/page/specs.html (Accessed 7 February 2024).

[16] A. Devices, AD9250, 2024, https://www.analog.com/en/products/ad9250.html
(Accessed 7 February 2024).

[17] B.N. Corporation, Model PB-5 Precision NIM Pulse Generator, 2024, https:
//www.berkeleynucleonics.com/model-pb-5-precision-nim-pulse-generator (Ac-
cessed 7 February 2024).

[18] National instruments ni-tclk technology for timing and synchronization of mod-
ular instruments, 2024, https://www.ni.com/en/shop/pxi/national-instruments-
ni-tclk-technology-for-timing-and-synchroni.html (Accessed 24 October 2024).

[19] H. Technology, J724 single-channel compact buffered electrical-to-fiberoptic
converter, 2022, https://www.highlandtechnology.com/DSS/J724DS.shtml.

[20] Intel, Intel Optane SSD 905P Series 960GB 2.5in PCIe x3 3D XPoint, 2024,
https://www.intel.com/content/www/us/en/products/sku/147529/intel-optane-
ssd-905p-series-960gb-2-5in-pcie-x4-3d-xpoint/specifications.html (Accessed:
20 February 2024).

[21] I. Foster, Globus online: accelerating and democratizing science through cloud-
based services, Internet Comput., IEEE 15 (2011) 70–73, http://dx.doi.org/10.
1109/MIC.2011.64.

[22] B. Allen, J. Bresnahan, L. Childers, I. Foster, G. Kandaswamy, R. Kettimuthu,
J. Kordas, M. Link, S. Martin, K. Pickett, S. Tuecke, Software as a service
for data scientists, Commun. ACM (ISSN: 0001-0782) 55 (2) (2012) 81–88,
http://dx.doi.org/10.1145/2076450.2076468.

[23] V.T. Jordanov, G.F. Knoll, Digital synthesis of pulse shapes in real
time for high resolution radiation spectroscopy, Nucl. Instrum. Meth-
ods Phys. Res. A (ISSN: 0168-9002) 345 (2) (1994) 337–345, http:
//dx.doi.org/10.1016/0168-9002(94)91011-1, https://www.sciencedirect.com/
science/article/pii/0168900294910111.

[24] A. Jezghani, A Detection and Data Acquisition system for Precision Beta Decay
Spectroscopy (Ph.D. thesis), University of Kentucky, 2019, http://dx.doi.org/10.
13023/etd.2019.177.

[25] D. Mathews, High Performance Data Acquisition and Analysis Routines for the
Nab Experiment (Ph.D. thesis), University of Kentucky, 2022, http://dx.doi.org/
10.13023/etd.2022.446.

[26] The HDF Group, Hierarchical Data Format, version 5, https://github.com/
HDFGroup/hdf5.

[27] D.G. Mathews, C.B. Crawford, S.B. ler, N. Birge, L.J. Broussard, F. Gonzalez, L.
Hayen, A. Jezghani, H. Li, R. Mammei, A. Mendelsohn, G. Randall, G.V. Riley,
D.C. Schaper, Delta-Rice: A HDF5 compression plugin optimized for digitized
detector data, J. Open Source Softw. 9 (98) (2024) 6598, http://dx.doi.org/10.
21105/joss.06598.

http://dx.doi.org/10.1016/j.physletb.2023.137748
http://dx.doi.org/10.1016/j.physletb.2023.137748
http://dx.doi.org/10.1016/j.physletb.2023.137748
https://www.sciencedirect.com/science/article/pii/S0370269323000825
https://www.sciencedirect.com/science/article/pii/S0370269323000825
https://www.sciencedirect.com/science/article/pii/S0370269323000825
https://arxiv.org/abs/2403.08485
https://arxiv.org/abs/2403.08485
https://arxiv.org/abs/2403.08485
http://arxiv.org/abs/2403.08485
http://dx.doi.org/10.1103/RevModPhys.83.1111
http://dx.doi.org/10.1103/RevModPhys.83.1111
http://dx.doi.org/10.1103/RevModPhys.83.1111
https://link.aps.org/doi/10.1103/RevModPhys.83.1111
http://arxiv.org/abs/2301.03975
http://dx.doi.org/10.1016/j.nima.2009.07.065
http://dx.doi.org/10.1051/epjconf/201921904002
http://dx.doi.org/10.1063/1.4826731
http://arxiv.org/abs/https://pubs.aip.org/aip/acp/article-pdf/1560/1/114/11874192/114_1_online.pdf
http://arxiv.org/abs/https://pubs.aip.org/aip/acp/article-pdf/1560/1/114/11874192/114_1_online.pdf
http://arxiv.org/abs/https://pubs.aip.org/aip/acp/article-pdf/1560/1/114/11874192/114_1_online.pdf
http://dx.doi.org/10.1103/PhysRevC.107.065503
https://link.aps.org/doi/10.1103/PhysRevC.107.065503
https://link.aps.org/doi/10.1103/PhysRevC.107.065503
https://link.aps.org/doi/10.1103/PhysRevC.107.065503
http://dx.doi.org/10.1016/j.nima.2013.09.059
https://www.sciencedirect.com/science/article/pii/S0168900213013016
https://www.sciencedirect.com/science/article/pii/S0168900213013016
https://www.sciencedirect.com/science/article/pii/S0168900213013016
http://dx.doi.org/10.1016/j.nima.2016.12.030
https://www.sciencedirect.com/science/article/pii/S0168900216312943
https://www.sciencedirect.com/science/article/pii/S0168900216312943
https://www.sciencedirect.com/science/article/pii/S0168900216312943
http://dx.doi.org/10.1088/1742-6596/876/1/012005
https://doi.org/10.1088/1742-6596/876/1/012005
http://dx.doi.org/10.1007/s10751-018-1538-7
http://dx.doi.org/10.1063/1.4826741
http://arxiv.org/abs/https://pubs.aip.org/aip/acp/article-pdf/1560/1/149/11874044/149_1_online.pdf
http://arxiv.org/abs/https://pubs.aip.org/aip/acp/article-pdf/1560/1/149/11874044/149_1_online.pdf
http://arxiv.org/abs/https://pubs.aip.org/aip/acp/article-pdf/1560/1/149/11874044/149_1_online.pdf
http://refhub.elsevier.com/S0168-9002(24)01005-2/sb14
http://refhub.elsevier.com/S0168-9002(24)01005-2/sb14
http://refhub.elsevier.com/S0168-9002(24)01005-2/sb14
http://refhub.elsevier.com/S0168-9002(24)01005-2/sb14
http://refhub.elsevier.com/S0168-9002(24)01005-2/sb14
http://refhub.elsevier.com/S0168-9002(24)01005-2/sb14
http://refhub.elsevier.com/S0168-9002(24)01005-2/sb14
https://www.ni.com/docs/en-US/bundle/pxie-5171-specs/page/specs.html
https://www.ni.com/docs/en-US/bundle/pxie-5171-specs/page/specs.html
https://www.ni.com/docs/en-US/bundle/pxie-5171-specs/page/specs.html
https://www.analog.com/en/products/ad9250.html
https://www.berkeleynucleonics.com/model-pb-5-precision-nim-pulse-generator
https://www.berkeleynucleonics.com/model-pb-5-precision-nim-pulse-generator
https://www.berkeleynucleonics.com/model-pb-5-precision-nim-pulse-generator
https://www.ni.com/en/shop/pxi/national-instruments-ni-tclk-technology-for-timing-and-synchroni.html
https://www.ni.com/en/shop/pxi/national-instruments-ni-tclk-technology-for-timing-and-synchroni.html
https://www.ni.com/en/shop/pxi/national-instruments-ni-tclk-technology-for-timing-and-synchroni.html
https://www.highlandtechnology.com/DSS/J724DS.shtml
https://www.intel.com/content/www/us/en/products/sku/147529/intel-optane-ssd-905p-series-960gb-2-5in-pcie-x4-3d-xpoint/specifications.html
https://www.intel.com/content/www/us/en/products/sku/147529/intel-optane-ssd-905p-series-960gb-2-5in-pcie-x4-3d-xpoint/specifications.html
https://www.intel.com/content/www/us/en/products/sku/147529/intel-optane-ssd-905p-series-960gb-2-5in-pcie-x4-3d-xpoint/specifications.html
http://dx.doi.org/10.1109/MIC.2011.64
http://dx.doi.org/10.1109/MIC.2011.64
http://dx.doi.org/10.1109/MIC.2011.64
http://dx.doi.org/10.1145/2076450.2076468
http://dx.doi.org/10.1016/0168-9002(94)91011-1
http://dx.doi.org/10.1016/0168-9002(94)91011-1
http://dx.doi.org/10.1016/0168-9002(94)91011-1
https://www.sciencedirect.com/science/article/pii/0168900294910111
https://www.sciencedirect.com/science/article/pii/0168900294910111
https://www.sciencedirect.com/science/article/pii/0168900294910111
http://dx.doi.org/10.13023/etd.2019.177
http://dx.doi.org/10.13023/etd.2019.177
http://dx.doi.org/10.13023/etd.2019.177
http://dx.doi.org/10.13023/etd.2022.446
http://dx.doi.org/10.13023/etd.2022.446
http://dx.doi.org/10.13023/etd.2022.446
https://github.com/HDFGroup/hdf5
https://github.com/HDFGroup/hdf5
https://github.com/HDFGroup/hdf5
http://dx.doi.org/10.21105/joss.06598
http://dx.doi.org/10.21105/joss.06598
http://dx.doi.org/10.21105/joss.06598

	A flexible data acquisition system architecture for the Nab experiment
	Introduction
	The Nab Experiment

	DAQ Hardware
	Digitizer Cards
	Timing and Synchronization
	Host Computer
	Replay Server
	Data Distribution and Long-Term Archival

	Firmware and Software
	FPGA Firmware and L1 Logic
	LabVIEW Software and L2 Logic
	Analysis and Storage Server
	Auto-Calibration DAQ
	NI-Scope Soft Front Panel

	System Performance
	Data Throughput
	Clock Synchronization

	Conclusion
	CRediT authorship contribution statement
	Declaration of competing interest
	Acknowledgments
	Data availability
	References


