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Antiferromagnetic spintronics offers the potential for higher-frequency oper-

ations compared to ferromagnetic spintronics and improved insensitivity to

magnetic fields. However, previous electrical techniques to detect antiferro-

magnetic dynamics have utilized millimeter-scale bulk crystals, and have not

yet pursued scaling to more practical device sizes. Here we demonstrate direct

electrical detection of antiferromagnetic resonance in structures on the few-

micrometer scale using spin-filter tunneling in PtTe2/bilayer CrSBr/graphite

junctions in which the tunnel barrier is the van der Waals antiferromaget
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CrSBr. This sample geometry allows not only efficient detection, but also elec-

trical control of the antiferromagnetic resonance through spin-orbit torque

from the PtTe2 electrode. The ability to efficiently detect and control anti-

ferromagnetic resonance provides the means to make detailed studies of the

physics governing these high-frequency dynamics and to pursue applications

including radiation sources, modulators, and detectors.

Manipulation of spin dynamics within antiferromagnets is attractive for future applications

due to the potential for high-frequency (GHz-THz) operation and insensitivity to small mag-

netic fields, but because antiferromagnets have no net magnetic moment, it is challenging to

efficiently detect and control these dynamics (1, 2, 3). The field of antiferromagnetic spin-

tronics has made recent progress in demonstrating that the antiferromagnetic Néel vector can

be reoriented using current pulses (4, 5, 6, 7, 8, 9, 10, 11, 12) and in achieving large magne-

toresistance in tunnel junctions made with metallic antiferromagnet electrodes (13, 14, 15).

High-frequency antiferromagnetic resonance modes have been detected using resonant absorp-

tion (16,17,18), optical (19,20,21,22), and spin-pumping techniques (23,24,25). However, the

previous electrical approaches of resonant absorption and spin pumping focused on millimeter-

scale or larger samples. In order to utilize GHz-THz antiferromagnetic dynamics for appli-

cations such as radiation sources, modulators, and detectors, it will be necessary to develop

much more compact electrical devices which are capable of both (1) detecting and (2) manip-

ulating these dynamics in low-damping antiferromagnets. Here, we demonstrate micron-scale

3-terminal PtTe2/bilayer CrSBr/graphite tunnel junctions which realize both functions. The de-

vices achieve direct read-out of antiferromagnetic resonance in the CrSBr tunnel barrier using

spin-filter tunneling (26, 27, 28), and at the same time allow the resonance damping to be tuned

via spin-orbit torque (29, 30, 31, 32) from the PtTe2 electrode (33, 34). The measurements re-

veal that the spin-orbit torque acts selectively only on the spin sublattice within the CrSBr layer
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adjacent to the PtTe2 electrode.

3-terminal antiferromagnetic tunnel junction devices

The antiferromagnet we employ, CrSBr (35, 36, 37, 38, 39), is an orthorhombic van der Waals

(vdW) material in which spins within each layer are ferromagnetically aligned, while spins in

adjacent layers are antiferromagnetically coupled. The bulk Néel temperature is 132 K and the

magnetic anisotropy is triaxial, with a hard axis along the out-of-plane crystal ĉ axis, an easy

axis along the crystal b̂ axis, and an intermediate axis along the crystal â axis (35,36,37). We will

measure antiferromagnetic resonances for the case where a magnetic field is applied along or

near the in-plane intermediate â axis, for which the equilibrium state of the two spin sublattices

is a spin-flop configuration and the resonances have the form of in-phase (i.e., acoustic) or

out-of-phase (i.e., optical) precession of the spin sublattices. Antiferromagnetic resonances in

CrSBr have been measured previously both by resonant absorption in bulk samples (18) and by

optical pump-probe methods in samples down to bilayer thicknesses (20, 21).

The spin-orbit-torque material we use, PtTe2, is a vdW type-II Dirac semi-metal with an elec-

trical conductivity of order 100 µΩcm and a spin-orbit torque efficiency per unit current density

at room temperature of 0.05-0.15, comparable to Pt (33, 34).

Our device geometry is shown in Fig. 1A,B (see also materials and methods). It consists of a

bottom PtTe2 channel which makes contact to pre-formed Pt electrodes, a bilayer CrSBr flake

on top of the PtTe2 oriented so that the easy b̂ axis of the crystal is 45◦ from the direction of

current flow, and a narrow graphite top contact. The entire structure is encapsulated with a

hexagonal boron nitride layer on top. All transport measurements to be reported in this paper

were peformed in a liquid-nitrogen flow cryostat at 85 K, below the Néel temperature of CrSBr.
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The low-bias magnetoresistance of the PtTe2/bilayer CrSBr/graphite tunnel junction is shown in

Fig. 2A. The behavior differs in two critical ways from previous measurements which studied

spin-filter tunneling between two graphite electrodes through antiferromagnetic CrI3 (27, 28)

or CrCl3 (40). First, the use of PtTe2 instead of graphite for one of the electrodes reduces

the overall tunnel-junction impedance, which is important for enabling high-frequency experi-

ments. We measure a resistance of roughly 700 Ω for the PtTe2/bilayer CrSBr/graphite device,

whereas a comparable graphite/bilayer CrSBr/graphite device (not shown) had a resistance of

2000 Ω. The second important difference is that CrSBr has significant within-plane magnetic

anisotropy whereas CrI3 and CrCl3 have negligible anisotropy within their vdW planes. This

magnetic anisotropy causes the magnetoresistance of the CrSBr junction to differ for in-plane

magnetic fields applied parallel and perpendicular to its easy axis.

When an applied magnetic field H is increased from zero in the direction parallel to the easy

magnetic axis (the CrSBr b̂ axis), we see an abrupt transition from a higher resistance into a

lower resistance state at 0.1 Tesla that corresponds to a spin-flip transition of the CrSBr spin

sublattices from an antiparallel state to a parallel state (Fig. 2A). With H swept parallel to the

intermediate anisotropy axis (the CrSBr â axis), there is instead a gradual transition from high

to low resistance, corresponding to a gradual canting of both spin sublattices away from the

easy axis. The ability to control the angle between the spin sublattices using a magnetic field

applied along the intermediate axis allows us to maximize the sensitivity of the tunnel junctions

for reading out the antiferromagnetic resonance and and also to tune the magnetic damping

using spin-orbit torque.

Spin-filter tunneling detection of antiferromagnetic resonance

Antiferromagnetic resonance can be excited and detected electrically via a 3-terminal version of

the spin-torque ferromagnetic resonance technique, which for an antiferromagnetic resonance
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we will refer to as ST-AFMR (41), via the circuit diagram shown in Figure 1C. We apply a

pulsed fixed-frequency microwave current (P ≤ 5 dBm) to the PtTe2 channel through contact T1.

Most of this current flows out through contact T2, but a small leakage current also flows through

the tunnel junction to the top contact T3. The microwave current excites antiferromagnetic

resonance through a combination of spin-orbit torque and the Oersted magnetic field, which

results in an oscillating tunnel-junction resistance on account of spin-filter tunneling. Mixing

between this oscillating resistance and an oscillating leakage current flowing through the tunnel

junction results in a pulsed dc voltage at contact T3 that is measured using a lock-in amplifier.

By sweeping an applied field through the resonant condition, the frequency of the resonance can

be determined (Fig. 2B). Figure 2D shows the frequency vs. field dependence for magnetic-field

orientations near the intermediate anisotropy axis. In our devices, the leakage current through

the tunnel junction is sufficient to produce a mixing signal with a large signal-to-noise ratio. If

that had not been the case, we could also have applied a separate microwave current directly

through the tunnel junction to achieve an even larger signal.

Of the two antiferromagnetic resonance modes, the measurement is sensitive only to the optical

mode, because this is the mode in which the relative angle between the two spin sublattices

undergoes large changes at the precession frequency to produce a substantial oscillating resis-

tance. Assuming a simple exchange field HE between the spin sublattices in CrSBr, the field

dependence for the optical-mode frequency for a magnetic field along the intermediate axis

should have the form (18)

ω0 = µ0γ

√︄
((Ha + 2HE)2 − H2)Hc

Ha + 2HE

(1)

where µ0 is the magnetic permeability, γ is the gyromagnetic ratio, H is the external field

strength, and Ha and Hc are the anisotropy parameters along the â and ĉ axes respectively.

From simultaneous fits to the resonance spectra in Figure 2D and the spin-flip transition in the
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tunneling magnetoresistance (Fig. 2A), we obtain exchange and anisotropy parameter values

µ0Ha = 0.33(6) T, µ0HE = 0.096(1) T and µ0Hc = 0.77(2) T (supplementary text section 2.1,

Fig. S2A,B). The in-plane and out-of-plane anisotropy parameters are not far from the values

reported previously for bulk CrSBr at 85 K (18) (µ0H
bulk
a ≈ 0.22, µ0H

bulk
c ≈ 0.75 T), but the

exchange parameter is less than half the bulk value (µ0H
bulk
E ≈ 0.27 T). This may be due to

the reduced number of adjacent layers in a bilayer. As we rotate the field away from the inter-

mediate anisotropy axis (Fig. 2D) we see a scaling of the mode to smaller resonant fields, in

agreement with previous measurements on bulk crystals (18).

Spin-orbit torque control of antiferromagnetic resonance linewidth

Our 3-terminal device geometry allows for manipulation of the antiferromagnetic resonance

in addition to simple detection of the resonance. If a direct charge current is applied within

the PtTe2 channel together with the microwave current, the dc current exerts an anti-damping

or damping spin-orbit torque (depending on the sign of the direct current) on the CrSBr that

tunes the resonance linewidth. In conventional ferromagnetic spin-orbit torque devices, the

effectiveness of anti-damping torque for tuning the linewidth is proportional to cos θ, where θ

is the angle between the precession axis of the magnetization and the anti-damping spin-orbit-

torque vector σ̂, which lies in-plane and perpendicular to the current (30, 42). Next we analyze

how the effects of anti-damping torque depend on the orientations of the two spin sublattices in

antiferromagnetic CrSBr.

Figure 3 shows how a direct current affects the linewidths, for a microwave frequency of 13.65

GHz and a magnetic field sweep along the intermediate axis of CrSBr. The resonant mag-

netic field at this frequency causes the two spin sublattices to be canted at a relative angle of

ϕ = 2arccos (
√︂

1− ( H
2HE+Ha

)2) ≈ 80◦ (18). Since the CrSBr crystal is situated with the inter-

mediate axis oriented approximately 45◦ from the direction of current in the PtTe2 channel, this
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means that near the resonance one of the spin sublattices is oriented approximately parallel to

the applied current and the other approximately perpendicular to the current and hence paral-

lel or antiparallel to the spin-orbit torque vector, σ̂ (see Fig. 3, A and B). For the field direction

depicted in Fig. 3A, we find the results in Fig. 3C: a negative dc current yields a linewidth signif-

icantly narrower than a positive current. For the opposite sign of magnetic field (Fig. 3B), there

is negligible dependence of the linewidth on dc current (Fig. 3D). We can quantify the linewidths

by fitting each resonance to a sum of a symmetric and an antisymmetric Lorentzian (41, 30),

with an additional linear term to account for a non-resonant background (41); we define ∆ as

the half width at half maximum of the Lorentzians. The overall dependences of ∆ on current

for the two signs of magnetic field are summarized in Fig. 3E.

From these results we conclude that the anti-damping spin-orbit torque from the PtTe2 layer

acts selectively on one of the spin sublattices in the CrSBr, the sublattice adjacent to the PtTe2

interface (we will call this spin sublattice 1). For the field configuration corresponding to Fig.

3A and C, spin sublattice 1 is aligned with the axis of the spin-orbit torque vector σ̂, giving the

maximum applied anti-damping torque with the maximum current-induced modulation of the

linewidth. For the opposite sign of applied field (Fig. 3B and D), spin sublattice 1 is parallel

to the current channel and hence perpendicular to σ̂, yielding negligible anti-damping torque.

Spin sublattice 2 in this second case is parallel to σ̂ and hence in the orientation favorable to

receive an anti-damping torque, but our measurements indicate that nevertheless little of the

spin current from the PtTe2 penetrates to this second layer so there is little effect on the overall

linewidth. To our knowledge, this is the first technique that allows an individual spin sublattice

within an antiferromagnet to be addressed selectively.

We can model these effects quantitatively using a coupled two-lattice Landau-Lifshitz-Gilbert-

Slonczewski (LLGS) equation (43) (supplementary text section 2.3). Assuming that the anti-
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damping spin-orbit torque acts only on sublattice 1, the dependence of the optical-resonance

linewidth on the dc bias current Idc for magnetic fields applied along the intermediate axis

should have the approximate form:

∆ =
2πf

γω1

(ω2α + γ
h̄

2e

ξSHIdc
MsWtmtnm

cos θ1) (2)

where we define the expressions

ω1 = 2γµ0
H0Hc

(2HE +Ha)

ω2 = γµ0
(2HE +Ha)(2HE +Ha +Hc)− H2

0

(2HE +Ha)
.

(3)

In these equations, θ1 is the angle between σ̂ and spin-sublattice 1, f is the driving frequency,

γ is the electron gyromagnetic ratio, α is the intrinsic damping parameter, h̄ is the reduced

Planck’s constant, ξSH is the spin-Hall efficiency, e is the electron charge, Ms is the saturation

magnetization, W = 3 µm is the width of the PtTe2 channel, tm = 0.79 nm is the thickness of

one CrSBr monolayer, tnm = 93 nm is the thicknesses of the PtTe2 layer, and H0 is the resonant

magnetic field.

A linear fit to ∆ against 2πf
γ

ω2

ω1
at zero bias gives α = 0.066(2) (Fig. S3C). Based on Eq. (2),

the slope of the current-modulated linewidth, normalizing for frequency and field dependencies,

should have a cosine dependence on θ1:

d∆

dIdc

ω1

2πf
=

(︃
h̄

2e

ξSH
MsWtmtnm

)︃
cos θ1. (4)

By changing the microwave frequency we can shift the resonance magnetic field and hence tune

the canting angle of the spin sublattices near the resonance condition. Figure 4C shows how

the current dependence of the damping of the optical mode depends on the orientation of spin

sublattice 1 relative to the direction of the spin-orbit torque vector σ̂ (i.e., the angles θH−
1 and

θH+
1 ). For a magnetic field H applied along the intermediate anisotropy axis (i.e., 45◦ from σ̂),
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we calculate these angles based on the previously-determined parameters µ0HE = 0.096 T and

µoHa = 0.33 T (18):

θ1 =

{︄
45◦ − sin−1(H/(2HE +Ha)) for H < 0

45◦ + sin−1(H/(2HE +Ha)) for H > 0.
(5)

The measured dc-bias-modulated linewidth slopes at different angles in Fig. 4C agree well with

the cos θ1 dependence expected from Eq. (4), with no detectable dependence on θ2. We also

verified Eq. (4) by performing LLGS numerical calculations as a function of H and Idc (Fig.

4D, Figs. S7, S8). Using an estimated saturation magnetization value for bilayer CrSBr at 85

K of µ0Ms = 0.28 T (supplementary text section 2.7, Fig. S3D), a fit of the measurements

to Eq. (4) yields a value for the anti-damping spin-orbit torque efficiency of ξSH = 0.29(2),

somewhat larger than previous room temperature measurements for PtTe2 which ranged from

0.05 to 0.15 (33, 34). We suspect the reason for this larger value may be that µ0Ms is reduced

by heating to make ξSH appear larger and/or the torque efficiency of PtTe2 may be higher near

85 K than at room temperature. The substantial anti-damping spin-orbit torque we measure

acting on the fully-uncompensated CrSBr interface is in contrast to a very small value measured

previously for a spin-compensated α-Fe2O3 interface (44).

It is possible to reverse the Néel vector hysteretically by applying a magnetic field larger than

0.1 T along the magnetic easy axis of the CrSBr. This might be due to a small asymmetry in

the magnetizations of the two layers, perhaps due to differences arising from the PtTe2/CrSBr

interface versus the CrSBr/graphite interface. After the initial Néel vector is reversed relative to

the configuration for the data in Fig. 3E, the asymmetry of the current-dependent damping with

respect to the sign of the applied magnetic field is also reversed (Fig. 3F), as expected based on

our assertion that only the spin sublattice at the PtTe2 interface is affected by the anti-damping

spin-orbit torque.
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Outlook

The ability to both (1) detect and (2) control antiferromagnetic resonance using a tunnel-junction

structure opens the door to both fundamental studies of antiferromagnetic dynamics and poten-

tial high-frequency applications. With spin-filter tunneling, we achieve sensitive detection of

antiferromagnetic resonance in a compact device geometry. The measurements we present rep-

resent only a first step in exploring the physics of antiferromagnetic spin dynamics; for example,

studies with applied magnetic field in other directions than along the high-symmetry intermedi-

ate anisotropy axis should allow examination of the acoustic mode as well as the optical mode,

control over the degree of hybridization between modes (18), and studies of angular momentum

flow between the spin sublattices (which has been shown to be important in synthetic antifer-

romagnets) (45). Another future goal is to create antiferromagnetic nano-oscillators for use

as high-frequency sources – this will require using anti-damping torque to drive the effective

damping of the antiferromagnetic resonance to negative values (46, 47, 48, 49). In our existing

devices, we achieve a maximum damping reduction of ≈ 12% at a current density of 1010 A/m2,

beyond which heating limits further decrease. Negative effective damping might be achieved

by reducing the thickness of the PtTe2 layer to minimize heating, optimizing the ratio between

antiferromagnetic parameters d∆
dI

∝ 2HE+Ha

H0Hc
, decreasing the intrinsic damping α, patterning

the oscillator into a nanowire (50), or applying spin-orbit torque to both the top and bottom

interfaces of the antiferromagnet.
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38. F. Wu, I. Gutiérrez-Lezama, S. A. López-Paz, M. Gibertini, K. Watanabe, T. Taniguchi,

F. O. von Rohr, N. Ubrig, A. F. Morpurgo, Quasi-1d electronic transport in a 2d magnetic

semiconductor, Advanced Materials 34, 2109759 (2022).

39. M. E. Ziebel, M. L. Feuer, J. Cox, X. Zhu, C. R. Dean, X. Roy, CrSBr: An air-stable,

two-dimensional magnetic semiconductor, Nano Letters 24, 4319 (2024).

40. X. Cai, T. Song, N. P. Wilson, G. Clark, M. He, X. Zhang, T. Taniguchi, K. Watanabe,

W. Yao, D. Xiao, M. A. McGuire, D. H. Cobden, X. Xu, Atomically thin CrCl3: an in-

plane layered antiferromagnetic insulator, Nano Letters 19, 3993 (2019).

41. L. Xue, C. Wang, Y.-T. Cui, L. Liu, A. Swander, J. Z. Sun, R. A. Buhrman, D. C. Ralph,

Resonance measurement of nonlocal spin torque in a three-terminal magnetic device, Phys.

Rev. Lett. 108, 147201 (2012).

42. S. Kasai, K. Kondou, H. Sukegawa, S. Mitani, K. Tsukagoshi, Y. Otani, Modulation of

effective damping constant using spin Hall effect, Applied Physics Letters 104, 092408

(2014).

43. J. C. Slonczewski, Current-driven excitation of magnetic multilayers, Journal of Magnetism

and Magnetic Materials 159, L1 (1996).

44. E. Cogulu, H. Zhang, N. N. Statuto, Y. Cheng, F. Yang, R. Cheng, A. D. Kent, Quantifying

spin-orbit torques in antiferromagnet–heavy-metal heterostructures, Phys. Rev. Lett. 128,

247204 (2022).

45. J. Mittelstaedt, D. C. Ralph, Resonant measurement of nonreorientable spin-orbit torque

from a ferromagnetic source layer accounting for dynamic spin pumping, Phys. Rev. Appl.

16, 024035 (2021).

16



46. S. I. Kiselev, J. C. Sankey, I. N. Krivorotov, N. C. Emley, R. J. Schoelkopf, R. A. Buhrman,

D. C. Ralph, Microwave oscillations of a nanomagnet driven by a spin-polarized current,

Nature 425, 380 (2003).

47. V. E. Demidov, S. Urazhdin, H. Ulrichs, V. Tiberkevich, A. Slavin, D. Baither, G. Schmitz,

S. O. Demokritov, Magnetic nano-oscillator driven by pure spin current, Nature Materials

11, 1028 (2012).

48. L. Liu, C.-F. Pai, D. C. Ralph, R. A. Buhrman, Magnetic oscillations driven by the spin Hall

effect in 3-terminal magnetic tunnel junction devices, Phys. Rev. Lett. 109, 186602 (2012).

49. R. Cheng, D. Xiao, A. Brataas, Terahertz antiferromagnetic spin Hall nano-oscillator, Phys.

Rev. Lett. 116, 207603 (2016).

50. Z. Duan, A. Smith, L. Yang, B. Youngblood, J. Lindner, V. E. Demidov, S. O. Demokri-

tov, I. N. Krivorotov, Nanowire spin torque oscillator driven by spin orbit torques, Nature

Communications 5, 5616 (2014).
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Fig. 1: PtTe2/CrSBr/graphite 3-terminal device and measurement configuration. (A) Im-
age of the PtTe2/CrSBr/graphite/hBN van der Waals heterostructure mechanically stacked and
transferred onto Ti/Pt electrodes. N̂ indicates the orientation of the Néel vector. (B) Schematic
of the device structure (not to scale), showing alignment of the CrSBr antiferromagnetic sublat-
tices (red and blue arrows) 45◦ with respect to the current in the PtTe2 channel. (C) Schematic
of the experimental circuit for ST-AFMR measurement of antiferromagnetic resonance.
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Fig. 2: Spin-filter tunneling magnetoresistance and ST-AFMR mixing voltage spectra.
(A) Magnetoresistance at 85 K measured between the top and bottom contacts (T3-T2 in Fig.
1) as a function of in-plane magnetic field H applied parallel to the CrSBr easy axis (H ∥ N̂ )
and parallel to the intermediate axis (H ⊥ N̂ ). (B) Antiferromagnetic resonances in the mixing
voltage at 85 K as a function of magnetic field applied along the intermediate anisotropy axis, for
frequencies 12-16 GHz. The mixing voltage curves shown here are normalized to account for
frequency dependent transmission. (C) Depiction of out-of-phase optical and in-phase acoustic
resonance modes. (D) ST-AFMR spectra of antiferromagnetic resonance for a magnetic field
applied along the intermediate anisotropy axis (ϕH = 90◦) and at two other nearby angles. In
the ϕH = 90◦ panel, the dashed gray line is a fit to the optical-magnon field dependence based
on Eq. (1) and the dashed black line is the corresponding field dependence expected for the
acoustic mode, showing that the detection technique is not sensitive to the acoustic mode.
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Fig. 3: ST-AFMR Measurements of resonant linewidth vs dc bias current at T = 85 K, f
= 13.65 GHz. (A, B) Schematic of the antiferromagnetic sublattice orientations for H- and H+
external fields, when sublattices 1 and 2 are canted approximately 90◦ apart. θH−

1 and θH+
1 are

the relative angles between spin sublattice 1 and the spin-orbit-torque vector σ̂ for negative and
positive applied magnetic fields. (C, D) Rectified dc mixing voltage as a function of field at ±
3 mA for (C) negative and (D) positive external fields at f = 13.65 GHz. A non-resonant linear
background was subtracted from the raw data. (E) Resonant linewidth ∆ vs dc bias current Idc
at f = 13.65 GHz, for negative (red) and positive (black) fields. (F) ∆ vs Idc after the sublattices
have been reversed by a 0.4 T initialization field along the easy axis (see Fig. S8B for schematics
of reversed configuration). Uncertainties in the linewidth ∆ were determined from the standard
deviation errors in the Lorentzian fits to the resonances.
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Fig. 4: Dependence of the dc-current-modulated linewidths on the orientation of spin sub-
lattice 1. (A, B) Illustration of the antiferromagnetic sublattices 1 and 2 canted by negative (H-)
and positive (H+) fields along the intermediate anisotropy axis. θH−

1 and θH+
1 are the relative

angles between spin sublattice 1 and the spin-orbit-torque vector σ̂ for different values of H- and
H+. (C) Slope of the modulated linewidth vs dc current for different orientations of spin sublat-
tice 1, θH−

1 and θH+
1 . (D) LLGS numerical calculations of dc current modulated linewidth slope

for different configurations of θH−
1 and θH+

1 . Uncertainties in the dc-bias modulated linewidth
d∆
dI

were determined from the standard deviation errors of linear fits to ∆ vs. I. Uncertainties in
θ1 were determined from the width in magnetic field of the corresponding resonance.
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